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Date:  February 18, 2022 
 
Item #:  P22-029 

  
REQUESTS: 

 
The applicant is submitting a request for a Grading Pre-Application 
for the property located at 155 E Gill Ave., legally known as  PT. 
SW1/4SW1/4 SEC. 27, TWP. 41, RNG. 116 PARCEL A & 
PARCEL B PIDN:  22-41-16-27-3-00-017 
 
For questions, please call Brian Lenz at 307-733-0440 x1410, or 
email to the address shown to the left. Thank you.  
 
 
 

 
Planner: Tyler Valentine 
 
Phone:  733-0440 ext. 1305 
 
 
Email: tvalentine@jacksonwy.gov 
 
Owner: 
Town of Jackson 
PO Box 1687 
Jackson, WY  83001 
 
Applicant: 
Berning Project Management 
313 Mountainside Dr. 
Victor, ID  83455  
Please respond by:   February 25, 2022 (with Comments) 
                       

RESPONSE:  For Departments not using Trak-it, please send responses via email to:      
blenz@jacksonwy.gov   



 

 
 

    

 
 
February 18, 2022 
 
 
Tyler Valentine, Senior Planner 
Town of Jackson Planning & Building Department  
P.O. Box 1687 
150 E. Pearl Avenue 
Jackson, Wyoming 83001 
 
 
RE:  Teton  County  /  Jackson  Recreation  Center  Improvements,  Grading  and  Erosion  Control  Pre‐
  Application Conference Request (PAP) 
 
 
Dear Tyler, 
 
The TCJRC is an important public facility constructed in 1994.  The facility serves a wide array of residents and 
guests throughout the community.  TCJRC provides recreational, social and wellness programs, and services 
for the average of 60,000 unique visitors per year.  The project is for the renovation and expansion of the 
existing Teton County / Jackson Recreation Center (“TCJRC”) located at 155 East Gill Ave., Jackson, Wyoming.  
The project was identified by Teton County and the Town of Jackson as a priority and placed in front of the 
voters  for  capital  funding  consideration.  In November of 2019  voters of  Teton County  and  the  Town of 
Jackson approved a ballot initiative to expand our facility to increase these offerings to include wellness and 
fitness,  indoor walking  and  jogging,  indoor  climbing, drop‐in  day  care,  an  addition  gymnasium, outdoor 
aquatic splash pad, and associated space to support these services.  In addition, the project was approved to 
complete the Cache Tube stormwater connection through the property including stormwater treatment, and 
develop the extension of King Street from Gill Ave. north, in a complete streets format, to Mercill. The project 
will further assist the department in the delivery of our mission “to serve the community through safe and 
enjoyable parks and recreation opportunities”, and the general purpose of the Recreation Center to provide, 
maintain and manage quality of  life programs and resources  that encourage healthy  lifestyles, social and 
cultural engagement, and community pride according to the needs of our residents and guests. 
 
The project design consists of a 40,000 sqft addition and 3,700 sqft renovation and will provide a total square 
footage of 80,000 sqft including existing space.  The project includes extension of King Street inclusive of a 
paved  pathway,  sidewalk,  extension  of  Cache  Tube  stormwater  system,  sanitary  sewer  and  water 
infrastructure  improvements, modified  and  expanded  parking  facilities  and  associated  circulation,  and 
landscaping and site amenities.   
 
The project team was brought on board in the Spring of 2021.  The team developed a design that built upon 
the recreation center program while  integrating elements responding to community engagement through 
stakeholder meetings, surveys, and a public open house.   
 
The current civil design is at a 90% construction document level and the architectural and engineering design 
is at 80% construction document level.  The design will be progressing to construction documents with a plan 
to submit for building permit in March 2022 paving the way for a Spring construction start.  A Guaranteed 
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Maximum Price Contract will be provided for approval from the Town Council and County Commissioners in 
the Spring of 2022. 
 
The project is planned to be completed in one phase starting in Spring 2022 and completing in the fall of 2023 
with a Grand Opening in the later in the fall or early winter. This submittal pertains to a Grading and Erosion 
Control Pre‐Application Conference Request.  
 
Included with this submittal you will find the following: 

 Pre‐Application Conference Request (PAP) 
 Warranty Deed 

 Recreation Center 2022‐02‐11 Progess Plan Set  
 
Please call me if you have any question, or if you require any additional information. 
 
 
Sincerely, 
JORGENSEN ASSOCIATES, INC. 

 
Thomas Kisten, P.E. 
Senior Project Engineer 



PRE-APPLICATION CONFERENCE REQUEST (PAP) 
Planning & Building Department 

150 E Pearl Ave. 
P.O. Box 1687 

Jackson, WY  83001 

ph:  (307) 733-0440 fax:  
www.townofjackson.com  

For Office Use Only 
Fees Paid 

Application # 

APPLICABILITY. This application should be used when applying for a Pre-application Conference. The purpose of the pre-
application conference is to identify the standards and procedures of these LDRs that would apply to a potential application prior 
to preparation of the final proposal and to identify the submittal requirements for the application.  

For additional information go to www.townofjackson.com/204/Pre-Application

PIDN: 

Phone: 

ZIP: 

Phone: 

ZIP: 

PROJECT. 

Name/Description: 

Physical Address: 

Lot, Subdivision: 

PROPERTY OWNER. 

Name: 

Mailing Address: 

E-mail:

APPLICANT/AGENT. 

Name, Agency: 

Mailing Address: 

E-mail:

PAP Request 1 of 3 Effective 06/01/2019 

Time & Date Received

Please note: Applications received after 3 PM will be process the next business day.

DESIGNATED PRIMARY CONTACT.

Property Owner Applicant/Agent

http://www.townofjackson.com/


ENVIRONMENTAL PROFESSIONAL. For EA pre-application conferences, a qualified environmental consultant is required to attend 
the pre-application conference. Please see Subsection 8.2.2.C, Professional Preparation, of the Land Development Regulations, for 
more information on this requirement.  Please provide contact information for the Environmental Consultant if different from 
Agent. 

Name, Agency: Phone: 

Mailing Address: ZIP: 

E-mail:

TYPES OF PRE-APPLICATION NEEDED.  Check all that apply; see Section 8.1.2 of the LDRs for a description of review process 
types. 

Physical Development Permit 
Use Permit 
Development Option or Subdivision Permit 
Interpretations of the LDRs 
Amendments to the LDRs 
Relief from the LDRs 
 Environmental Analysis 

This pre-application conference is: 
Required 
Optional 
For an Environmental Analysis 
For grading 

SUBMITTAL REQUIREMENTS. Please ensure all submittal requirements are included. The Planning Department will not hold 
or process incomplete applications.  Provide one electronic copy (via email to planning@jacksonwy.gov) of the submittal 
packet.  

Have you attached the following? 
Application Fee.  Go to www.townofjackson.com/204/Pre-Application.com for the fees.
 Notarized Letter of Authorization.  A notarized letter of consent from the landowner is required if the applicant is 
not the owner, or if an agent is applying on behalf of the landowner. Please see the Letter of Authorization template at 
http://www.townofjackson.com/DocumentCenter/View/845/LetterOfAuthorization-PDF.   

Narrative Project Description.  Please attach a short narrative description of the project that addresses:  
Existing property conditions (buildings, uses, natural resources, etc) 
Character and magnitude of proposed physical development or use 
Intended development options or subdivision proposal (if applicable) 
Proposed amendments to the LDRs (if applicable) 

Conceptual Site Plan.  For pre-application conferences for physical development, use or development option permits, a 
conceptual site plan is required. For pre-application conferences for interpretations of the LDRs, amendments to the 
LDRs, or relief from the LDRs, a site plan may or may not be necessary. Contact the Planning Department for assistance. If 
required, please attach a conceptual site plan that depicts:  

Property boundaries 
Existing and proposed physical development and the location of any uses not requiring physical 
development 
Proposed parcel or lot lines (if applicable) 
Locations of any natural resources, access, utilities, etc that may be discussed during the pre-application 
conference 

Grading Information (REQUIRED ONLY FOR GRADING PRE-APPS).  Please include a site survey with topography at 2-foot 
contour intervals and indicate any areas with slopes greater than 25% (or 30% if in the NC Zoning District), as well as 
proposed finished grade. If any areas of steep slopes are man-made, please identify these areas on the site plan.    
Other Pertinent Information.  Attach any additional information that may help Staff in preparing for the pre-app or 
identifying possible key issues. 

PAP Request 2 of 3 Effective 06/01/2019 



Under penalty of perjury, I hereby certify that I have read this application and state that, to the best of my knowledge, all 
information submitted in this request is true and correct. I agree to comply with all county and state laws relating to the subject 
matter of this application, and hereby authorize representatives of Teton County to enter upon the above-mentioned property 
during normal business hours, after making a reasonable effort to contact the owner/applicant prior to entering. 

Signature of Owner or Authorized Applicant/Agent Date 

Name Printed Title 

PAP Request 3 of 3 Effective 06/01/2019 
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ABBREVIATIONS

NOTES:

1.  CONTACT THE ENGINEER FOR

ABBREVIATIONS NOT LISTED.

2. SOME ABBREVIATIONS MAY APPEAR ON

THIS LIST AND NOT ON THE DRAWINGS.

PROJECT NOTES:

PROJECT SCOPE: SITE CIVIL WORK INCLUDING ROADWAYS, PARKING LOTS, WATERLINE, SANITARY SEWER, STORM

DRAINS, AND OTHER UTILITIES TO SUPPORT AN EXPANSION OF THE TCPR RECREATION CENTER. WORK INCLUDES THE

KING STREET EXTENSION AND WORK ON THE CACHE CREEK TUBE TO RELOCATE THE TUBE FROM PRIVATE LANDS AND

INCREASE ITS CAPACITY.

1. PROJECT SCHEDULE:  CONSTRUCTION OF UNDERGROUND UTILITIES TO BEGIN SPRING 2022 AND BE COMPLETED

FALL 2022. SURFACE CONSTRUCTION EXPECTED TO BEGIN FALL OF 2022 AND BE COMPLETED FALL OF 2023

SURVEY NOTES:

1. THE ORIGINAL TOPOGRAPHIC SURVEY WAS PERFORMED BY JORGENSEN ASSOCIATES, P.C. DURING JUNE

THROUGH SEPTEMBER 2018 AND PREPARED UNDER THE DIRECTION OF MATTHEW P. GOTHAM, WYOMING PLS

13002. ADDITIONAL BASE MAPPING OBTAINED BY SURVEYS PERFORMED BY JORGENSEN ASSOCIATES, P.C. IN 2014

AND 2017 UNDER THE DIRECTION OF KENNETH G. MAGRATH, WYOMING PLS 8469.

2. LOCATIONS OF UTILITIES DEPICTED HEREON ARE LIMITED TO VISIBLE STRUCTURES; UNDERGROUND LOCATIONS

MUST BE VERIFIED PRIOR TO ANY CONSTRUCTION ACTIVITY.

3. HORIZONTAL COORDINATES ARE SCALED TO GROUND FROM NAD 83 STATE PLANE, WYOMING WEST ZONE 

4. VERTICAL DATUM IS NAVD 88.

GENERAL CONSTRUCTION NOTES & SPECIFICATIONS:

1. ALL SITE WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE 2015 EDITION OF WYOMING PUBLIC WORKS

STANDARD SPECIFICATIONS, THE TOWN OF JACKSON LAND DEVELOPMENT REGULATIONS, CODE, AND

CONSTRUCTION STANDARDS (CURRENT EDITION), AND AS MODIFIED BY THESE PLANS AND SPECIFICATIONS.

WHERE CONFLICTS BETWEEN THE DOCUMENTS ARE ENCOUNTERED, THE MORE STRINGENT INTERPRETATION

SHALL APPLY.

2. CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD AND SHALL PROMPTLY NOTIFY THE ENGINEER OF ANY

VARIATIONS OR DISCREPANCIES.

3. THE CONTRACTOR SHALL PROTECT ALL EXISTING SURVEY MONUMENTATION DESIGNATED TO REMAIN, FROM ANY

DAMAGE DURING CONSTRUCTION OPERATIONS. ANY EXISTING MONUMENTS DISTURBED BY THE CONTRACTOR

SHALL BE RESET BY A WYOMING LICENSED PROFESSIONAL SURVEYOR AT THE CONTRACTOR'S OWN EXPENSE.

THE CONTRACTOR AND ENGINEER SHALL NOTE THOSE MONUMENTS IN THE FIELD PRIOR TO CONSTRUCTION.

4. CONTRACTOR SHALL REMOVE ALL MATERIALS, TOOLS, EQUIPMENT, AND CONSTRUCTION DEBRIS FROM THE SITE

IMMEDIATELY AFTER COMPLETION OF THE WORK TASK. NO CONSTRUCTION DEBRIS SHALL BE DISPOSED OF AT

THE WORK SITE.

5. CONTRACTOR SHALL ACTIVELY MINIMIZE THE AMOUNT OF DUST DEBRIS, AND NOXIOUS FUMES INTO THE AIR.

BURNING WILL NOT BE PERMITTED AS A MEANS OF DISPOSAL OR CLEANING AT THE SITE. FUGITIVE DUST WILL BE

CONTROLLED BY WATERING DURING DRY PERIODS OR AS REQUIRED BY ENGINEER.

6. CONTRACTOR SHALL MAKE EVERY EFFORT TO MINIMIZE DISTURBANCE OF PRIVATE PROPERTY BY THEIR

OPERATIONS.  CONTRACTOR SHALL NOTIFY OWNER, OCCUPANT, AND ENGINEER PRIOR TO CONDUCTING ANY

OPERATION THAT REQUIRES THE REMOVAL, REPLACEMENT, OR DAMAGE TO PRIVATE PROPERTY.

7. CONTRACTOR SHALL RETAIN AND PROTECT WHERE POSSIBLE ALL LANDSCAPING, TREES, EXISTING UTILITIES,

DITCHES, CULVERTS, ETC. EXCEPT WHERE REMOVAL OF SUCH ITEMS IS SPECIFICALLY CALLED FOR ON THE

DRAWINGS. ANY DAMAGE DONE BY THE CONTRACTOR SHALL BE REPAIRED AT HIS EXPENSE.

8. CONTRACTOR SHALL PROVIDE AND MAINTAIN SAFETY SIGNING AND BARRICADES TO PREVENT THE PUBLIC FROM

ENTERING WORK AREAS. SAFETY FENCE SHALL BE INSTALLED AND MAINTAINED AROUND ALL OPEN TRENCHES

AND HAZARDOUS AREAS WHEN CONTRACTOR PERSONNEL AND OPERATIONS ARE NOT ACTIVE.

9. ALL PUBLIC STREETS SHALL BE MAINTAINED CLEAR OF DEBRIS DURING CONSTRUCTION.  SHOULD DEBRIS BE

TRACKED ONTO PUBLIC STREETS FROM THE CONSTRUCTION SITE, IT SHALL BE CONTRACTOR'S RESPONSIBILITY

TO CLEAN THE AFFECTED STREETS IMMEDIATELY OR AS DIRECTED BY THE TOWN.

10. CONSTRUCTION WORKING HOURS SHALL BE CONSISTENT WITH CURRENT TOWN OF JACKSON POLICIES, MONDAY

THROUGH FRIDAY 7:00 AM TO 7:00 PM, OR AS APPROVED BY THE TOWN ENGINEER.

11. CONTRACTOR TO CONFIRM STOCKPILE AND STAGING LOCATIONS WITH THE OWNER.

12. ALL EROSION CONTROL MEASURES AND STRUCTURES SHALL BE IN-PLACE AND PROPERLY INSTALLED PRIOR TO

SITE DISTURBANCE OR STOCKPILING MATERIALS. CONTRACTOR SHALL MAINTAIN AND MONITOR OPERATIONS

THROUGHOUT THE PROJECT TO PREVENT EROSION. CONTRACTOR'S OPERATIONS SHALL NOT INJURE OR DISTURB

TREES OR EXISTING VEGETATION OUTSIDE THE GRADING AREA.

13. ALL CONSTRUCTION STAGING, PROCESSING, AND STOCKPILE AREAS SHALL BE AS DESIGNATED ON THE PLANS OR

AS SPECIFICALLY APPROVED BY ENGINEER. DISTURBED AREAS SHALL BE RECLAIMED ACCORDINGLY.  USE OF

TEMPORARY CONSTRUCTION STAGING AREAS SHALL CONFORM TO THE APPLICABLE PERMITS AND EASEMENT

AGREEMENTS.

14. ALL REFUSE RESULTING FROM CONSTRUCTION OPERATIONS SHALL BE THE RESPONSIBILITY OF THE

CONTRACTOR TO HAUL OFF AND DISPOSE.  CONTRACTOR SHALL NOT BURN ON THE SITE.  IN NO CASE SHALL ANY

MATERIAL BE LEFT ON THE PROJECT OR BE BURIED IN EMBANKMENTS OR TRENCHES ON THE PROJECT.

15. CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND MAINTAINING WYOMING POLLUTION DISCHARGE

ELIMINATION SYSTEM (WPDES) PERMITS FOR CONSTRUCTION ACTIVITIES WHERE REQUIRED.  THESE PERMITS ARE

REQUIRED FOR, BUT NOT LIMITED TO, DISCHARGES INTO WATERS OF THE STATE AND CONSTRUCTION ACTIVITIES

DISTURBING MORE THAN ONE (1) ACRES.

16. AGGREGATE MATERIALS SHALL BE OBTAINED FROM APPROVED SOURCES.

CIVIL UTILITY NOTES:

1.  CONTRACTOR SHALL VERIFY LOCATION OF ALL BURIED AND OVERHEAD UTILITIES PRIOR TO ANY EXCAVATION IN

      THE VICINITY.  UTILITY LOCATIONS SHOWN ON THESE DRAWINGS ARE APPROXIMATE AND BASED ON THE BEST

      INFORMATION AVAILABLE TO THE ENGINEER.  ENGINEER DOES NOT WARRANT THE ACCURACY NOR

      COMPLETENESS OF THE INFORMATION SHOWN FOR EXISTING UTILITIES.  CONTRACTOR SHALL COORDINATE

      WITH UTILITY COMPANIES PRIOR TO INSTALLING IMPROVEMENTS.  PRIVATE UNDERGROUND UTILITIES EXIST IN

      THE PROJECT AREA. CONTACT ENGINEER TO LOCATE EXISTING WATER LINES AND SEWER LINES.

2.  THE CONTRACTOR WILL CALL THE UTILITY NOTIFICATION ONE CALL OF WYOMING, AT 1-800-844-2476, OR 811, FOR

      UTILITY LOCATIONS AT LEAST 2 BUSINESS DAYS, NOT INCLUDING THE DAY OF ACTUAL NOTIFICATION, PRIOR TO

      ANY EXCAVATION.

3.  THE REMOVAL, ABANDONMENT, OR TERMINATION OF ANY EXISTING UTILITIES ON SITE SHALL BE COORDINATED

      WITH THE UTILITY OWNER, WATER AND SEWER MAINS TO BE REMOVED FROM SERVICE SHALL BE CAPPED AND

      ABANDONED IN ACCORDANCE WITH WYDEQ AND TOJ REGULATIONS.

4.  ALL UTILITY CABLES AND GAS LINES SHALL BE BEDDED IN SAND. SEE TYPICAL TRENCH DETAIL.

5.  ALL TRENCH BACKFILL SHALL BE TYPE A. MATERIALS USED FOR BEDDING AND BACKFILL SHALL BE CAREFULLY

      DEPOSITED IN LAYERS SUITABLE TO THE EQUIPMENT USED FOR COMPACTION, WETTED TO 4% BELOW TO 1%

      ABOVE OPTIMUM MOISTURE CONTENT, AND COMPACTED TO AT LEAST 95% OF MAXIMUM DENSITY AS D

DETERMINED BY AASHTO T-99 (STANDARD PROCTOR). COMPACTION BY FLOODING WILL NOT BE PERMITTED.

TYPE B TRENCH BACKFILL SHALL NOT BE ALLOWED, UNLESS AUTHORIZED BY THE ENGINEER.

6.  ALL EXCAVATION ACTIVITIES SHALL COMPLY WITH PERMIT REQUIREMENTS  ISSUED FOR THE PROJECT.

CONTRACTOR SHALL REVIEW AND BE RESPONSIBLE FOR PERMIT COMPLIANCE.

7. CONTRACTOR SHALL NOT INTERRUPT UTILITIES PROVIDING SERVICES TO PROPERTIES ADJACENT TO THE WORK,

EXCEPT AS SPECIFICALLY APPROVED BY THE ENGINEER AND OWNER.  SERVICES DAMAGED OR INTERRUPTED BY

CONTRACTOR'S OPERATION SHALL BE IMMEDIATELY REPAIRED OR REPLACED AT THE CONTRACTOR'S EXPENSE.

8. CONTINUOUS RIGID INSULATION WILL BE REQUIRED AT ALL STORM WATER CROSSINGS OF SEWER AND WATER

MAINS AND SERVICES THAT DO NOT CONFORM TO MINIMUM BURY REQUIREMENTS. REFERENCE DETAILS.

9. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ALL UTILITIES ENCOUNTERED DURING CONSTRUCTION AND

SHALL NOT BACK FILL UNTIL THE ENGINEER HAS MADE A VISUAL AND WRITTEN RECORD OF ITS LOCATION AND

CONDITION.

10. CACHE CREEK TUBE IS A LIVE STORM DRAIN AND IRRIGATION WATER SUPPLY CONDUIT. FLOW CAN BE

EXPECTED AT ALL TIMES. FLOW INTERRUPTIONS ARE POSSIBLE WITH PROPER COORDINATION BETWEEN TOWN

AND IRRIGATORS.
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EAST GILL AVENUE

13000 SF

ASPHALT TO

REMOVE

500 SF WATER MAIN

ASPHALT TO REMOVE

AND REPLACE

800 SF SEWER

ASPHALT TO REMOVE

AND REPLACE

250 SF CONCRETE VALLEY

GUTTER TO REMOVE AND

REPLACE

310 LF OF CURB AND

GUTTER TO REMOVE

46,000 SF ASPHALT

TO REMOVE

320 LF OF CURB

AND GUTTER

TO REMOVE

330 LF OF CURB AND

GUTTER TO REMOVE

AND REPLACE

8,000 SF ASPHALT

TO REMOVE

600 LF OF

CURB AND

GUTTER TO

REMOVE

90 LF OF CURB

AND GUTTER

TO REMOVE

720 LF OF

CURB AND

GUTTER TO

REMOVE

1500 SF

CONCRETE

SIDEWALK TO

REMOVE

60 SF

CONCRETE

SIDEWALK

TO REMOVE

210 SF CONCRETE VALLEY

GUTTER TO REMOVE.

REPLACE WITH 43 LF

CONCRETE CURB AND

GUTTER

210 LF OF

CURB AND

GUTTER TO

REMOVE

250 SF CONCRETE

SURFACE PADS

TO REMOVE

3,000 SF ASPHALT TO

REMOVE

220 LF OF

CURB TO

REMOVE

220 LF OF

CURB TO

REMOVE

70 SF CONCRETE

VALLEY GUTTER

TO REMOVE

16,200 SF ASPHALT TO

REMOVE

4,000 SF ASPHALT

TO REMOVE

45 LF OF CURB AND

GUTTER TO REMOVE

100 LF OF CURB

& GUTTER TO

REMOVE

60 LF OF CURB

& GUTTER TO

REMOVE

7,100 SF SIDEWALK TO

REMOVE

700 SF GRASS & 4

SPRUCE TREES TO

REMOVE

350 SF SIDEWALK

TO REMOVE

1,300 SF GRASS TO REMOVE

REMOVE STORM DRAIN

INLET STRUCTURE. PIPE

TO BE ABANDONED IN

PLACE. PLUG PIPE ENDS

REMOVE STORM DRAIN

INLET STRUCTURE. PIPE

TO BE ABANDONED IN

PLACE. PLUG PIPE ENDS

REMOVE STORM DRAIN INLET

STRUCTURE. PIPE TO BE

ABANDONED IN PLACE. PLUG PIPE

ENDS

REMOVE STORM DRAIN

INLET STRUCTURE. PIPE

TO BE ABANDONED IN

PLACE. PLUG PIPE ENDS

2,700 SF GRASS TO

REMOVE

REMOVE 90 LF 84"x36"

RECTANGULAR CONCRETE

CULVERT. PLUG ENDS

REMOVE FIRE HYDRANT

REUSE IF PRACTICAL

PLUG PIPE ENDS

WATER LINE TO

BE ABANDONED

IN PLACE

REMOVE REC. CENTER

MONUMENT SIGN

SALVAGE ALL PARKING LOT AND

ROADWAY LIGHTING FOR REUSE ON THE

PROJECT.  COORDINATE WITH GENERAL

CONTRACTOR FOR STORAGE.  REMOVE

AND DISPOSE OF CONCRETE PEDESTALS.

PLUG WATERLINE AT MAIN

OR VALVE. CONSULT TOJ

WATER DEPARTMENT.

REMOVE VALVE BOX.

REMOVE 200 SF

BOARDWALK AND REPLACE

WITH CONCRETE SIDEWALK

600 SF SEWER ASPHALT TO

REMOVE AND REPLACE FOR

PLUGGING 48" TEE ON KING ST.

1,200 SF ASPHALT TO

REMOVE AND REPLACE FOR

WATERLINE CONSTRUCTION

150 SF ASPHALT, 30 LF CURB

AND GUTTER & 60 SF SIDEWALK

TO REMOVE AND REPLACE FOR

EX. STORM DRAIN PLUG

SHEET NUMBER

TITLE
Job Number

ISSUE CHART

CONSULTANTS

KEYPLAN

PROJECT

CIVIL & STRUCTURAL

MECHANCIAL & PLUMBING

LANDSCAPE ARCHITECT

OWNER

ELECTRICAL

INNOVATIVE ELECTRICAL SYSTEMS
8093 W. ILIFF LN., LAKEWOOD, CO 80227

JORGENSEN
1315 HWY 89 S, SUITE 201, JACKSON, WY 83002

BALLARD GROUP
2525 S WADSWORTH BLVD STE 200,

LAKEWOOD, CO 80227

INSIDE OUT
5263 TORRENCE RD., WILSON, WY 83014

ASSOCIATE ARCHITECT

HOYT ARCHITECTS
1110 MAPLE WAY, JACKSON, WY 83002

AQUATICS

AQUATIC DESIGN GROUP
2226 FARADAY AVE., CARLSBAD, CA 92008

TETON COUNTY/JACKSON
PARKS &  RECREATION

155 E. GILL AVE, JACKSON, WY 83001
OWNER'S REPRESENTATIVE

WEMBER
7525 S. JASMINE CT., CENTENNIAL, CO 80112

CONTRACTOR

GE JOHNSON
1110 MAPLE WAY, STE E, JACKSON, WY 83001

C1.2

DEMOLITION PLAN

222011

JACKSON RECREATION
CENTER

IMPROVEMENTS

© 2020 Perkins and Will

155 E. GILL AVE
JACKSON, WY 83001

155 E. GILL AVE
JACKSON, WY 83001

TETON
COUNTY/JACKSON

PARKS &  RECREATION

475 Lincoln Street, Suite100
Denver, CO 80203

t 303.308.0200
f 303.308.0222

perkinswill.com

MARK ISSUE DATE

PROGRESS SET 2022-02-11

DEMOLITION HATCH LEGEND:

ASPHALT:

CONCRETE SIDEWALK:

CONCRETE CURB AND GUTTER:

CONCRETE VALLEY GUTTER:

GRASS BUFFER:

BOARDWALK:

DEMOLITION AND RESTORATION NOTES

1. EXISTING ASPHALT TO BE REMOVED SHALL BE MILLED AND STOCKPILED FOR LATER USE ON THE

PROJECT. CONTRACTOR SHALL DETERMINE SEQUENCING OF ASPHALT REMOVAL.

2. EXISTING PAVEMENT BASE AND SUBBASE MATERIAL FROM PAVEMENT REMOVAL, GRADING

OPERATIONS, AND TRENCHING SHALL BE REMOVED AND STOCKPILED SEPARATELY FROM

SUBGRADE MATERIAL FOR LATER USE ON THE PROJECT AS SUBBASE MATERIAL.

3. PAVEMENT MARKINGS  SHALL BE INSTALLED IN ACCORDANCE WITH THE WYDOT PAVEMENT

MARKING MANUAL, 2012 EDITION. RESTORE MARKINGS ON GILL:

3.1. RESTORE DOUBLE 4" YELLOW LINE CENTERLINE.

3.2. RESTORE 4" WHITE LINE FOR BIKE LANE AND PARKING STALLS.

3.3. RESTORE TOJ BIKE LANE SYMBOL.

3.4. RESTORE RED CURB NO PARKING PAINT.

4. CONCRETE PANELS (RIGID PAVEMENT, SIDEWALK, VALLEY GUTTER, CURB & GUTTER) SHALL BE

REMOVED IN FULL PANELS.  ANY EXCEPTIONS SHALL BE COORDINATED WITH THE ENGINEER.

5. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING THE NECESSARY TIES, MATCHES, ETC. OF

SURFACE CONDITIONS ON ALL REPAIRS AND REPLACEMENTS. THE FINISH PRODUCT SHALL HAVE

SMOOTH TRANSITIONS AND A CLEAN SURFACE RESTORATION ACCEPTABLE TO BOTH THE

ENGINEER AND THE TOWN OF JACKSON.
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STA 3+89

RC SS MH-4

48" DIA. MH

STA 1+75

RC SS MH-3

48" DIA. MH

STA 1+15

RC SS MH-2

48" DIA. MH

POUR CONCRETE AROUND MH LID

STA 0+18

RC SS MH-1

48" DIA. MH

STA 3+57

CONNECT 4" SCH 40

PVC SERVICE TO MAIN

55 LF 4" SCH 40 PVC AT 2% SLOPE

TERMINATE SANITARY SERVICE 5 LF

WEST OF PATHWAY. CAP AND

PROVIDE REBAR FOR FUTURE

LOCATION

10'

51 LF 4" SCH

40 PVC

PROVIDE DOUBLE

CLEANOUT WITHIN 5' OF

BUILDING

EXISTING SANITARY

SEWER TO BE

ABANDONED IN PLACE

REMOVE 50 LF EXISTING

SANITARY SEWER AT

CROSSING OF CACHE TUBE

AND SANITARY SEWER. PLUG

PIPE ENDS

PLUG NORTH

INVERT AT EXISTING

SANITARY SEWER

MANHOLE C-42

PROVIDE 2" RIGID INSULATION ON 3

SIDES OF PIPE WHERE COVER IS

LESS THAN 5'

WATER/ SANITARY CROSSING

FLOWFILL 5' EACH SIDE OF

CROSSING

55 LF 2" RIGID INSULATION

240 LF 2" RIGID

INSULATION. INSULATE

ABOVE AND EACH SIDE OF

PIPE

EXISTING GROUND

FINISH GRADE

FLAT GRADE SEWER, SPECIAL CONSTRUCTION REQUIRED

FUTURE SHOWER

BUILDING (NOT IN

CONTRACT)

STA 1+88

STORM DRAIN/

SANITARY

CROSSING

EXISTING TOJ MANHOLE

FLOWFILL BETWEEN EXISTING

CACHE TUBE & SEWER TO

PROVIDE SUPPORT

FLAT GRADED SEWER CONSTRUCTION REQUIREMENTS:

1. PIPE MATERIAL SHALL BE PVC D3034.

2. PIPE SHALL BE INSTALLED WITH A CALIBRATED PIPE LASER.

3. PIPE SHALL BE BEDDED WITH TYPE 1 BEDDING MATERIAL.

4. SYSTEM OWNER SHALL ACKNOWLEDGE ACCEPTANCE OF

MAINTENANCE.

5. PIPE SHALL BE INSTALLED UNDER THE FULL TIME OBSERVATION

OF THE ENGINEER OR A REPRESENTATIVE.

6. MANHOLE TROUGHS SHALL BE EPOXY COATED PER THE TYPICAL

MANHOLE DETAIL.

JA PROJECT 15063

FORM CHANNEL DROP LESS 0.10' IN FIRST 2'

OF MANHOLE AFTER INVERT IN

INSTALL 2" RIGID INSULATION
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SCALE: HORIZONTAL. 1"=10

VERTICAL 1"=2
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80LF, 48" SANITITE HP

S=0.5%

130LF, 48" SANITITE HP

S=0.5%
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105LF, 48" SANITITE HP

S=0.5%

18LF, EX. 48" SANITITE HP

S=0.5%

98LF, 48" SANITITE HP

S=0.5%

63LF, 48" SANITITE HP

S=0.6%
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35LF, 48" SANITITE HP

S=0.6%
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STA 20+76

CT 2A-5

6'x8' VAULT

STA 19+63

CT 2A-4

6'x8' VAULT

STA 18+27

CT 2A-3

6'x8' VAULT

STA 17+42

CT 2A-2

6'x8' VAULT

CONNECT TO EXISTING 48"

SANITITE HP STORM PIPE.

STUBBED OUT 16 LF FROM CT 1B-3

VAULT AS PART OF CCT PHASE 1B

STA 15+85

EX. CT 1B-3 6'x6'

VAULT
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CAP AND ABANDON EX. STORM DRAIN

IN PLACE WHERE 48" CCT AND THE 8"

WATERMAIN TRENCHS CONFLICT.

REMOVE ANY EXISTING PIPE EXPOSED

DURING CONSTRUCTION. PLUG ENDS

WITH FLOWFILL OR CONCRETE

SEWER LINE TO BE ABANDONED.

REMOVE ANY EXISTING PIPE

EXPOSED DURING

CONSTRUCTION. PLUG ENDS WITH

FLOWFILL OR CONCRETE

STA 21+46

EX. CT 2B-1

6'x8' VAULT

CONNECT TO EXISTING VAULT.

READY KNOCKOUT IS PROVIDED ON

NORTH WALL.

DETAIL 1/C6.5

PLUG EX. 84" x 36 RECTANGULAR CCT NORTH

OF CURB INLET AND EX. 30" CCT-2B SANITITE

STORM LINE. DIVERT FLOW EAST

PLUG ENDS WITH FLOWFILL OR SAKRETE

EXISTING 30" CT-2B SANITITE STORM

LINE. INSTALLED IN 2019

84" x 36" RECTANGULAR CT

OVERFLOW PIPE

EX 84" x 36"

RECTANGULAR CT

TO BE ABANDONED

IN PLACE

EX 16" REC

CENTER STORM

DRAIN TO BE

ABANDONED IN

PLACE

CDS TREATMENT UNIT

SEE 1/C6.6

STA 16+42

CT 2A-1

8'x12' VAULT

INLET 7 - WEST PARKING

& DETENTION SYSTEM.

SEE C4.2

INLET 6 - WEST PARKING &

DETENTION SYSTEM.

SEE C4.2

123 LF 10" SANITITE HP

S = 1%

54 LF 10" SANITITE HP

S = 1%

REMOVE 85 LF EXISING CCT FOR

INSTALLATION OF 10" STORM

DRAIN. ABANDON IN PLACE

WHERE POSSIBLE. PLUG ENDS

WITH SAKRETE OR FLOWFILL

INLET 8 - SOUTH PARKING

& DETENTION SYSTEM.

SEE C4.2

CCT 2A INLET 2

2'x6'-4" INLET

RIM = 6229.56'

INV OUT = 6227.25'

CCT 2A INLET 3

2'x6'-4" INLET

RIM = 6229.59'

INV OUT = 6225.10'

22 LF 12" SANITITE HP

S = 9%

9 LF 12" SANITITE HP

S = 1%

CCT 2A INLET 1

2'x6'-4" INLET

RIM = 6229.37'

INV OUT = 6225.76'

15 LF 12" SANITITE

HP, S = 13.5%

STA 17+21

ROOF STORM DRAIN-2

28 LF 6" SDR 35 PVC

INV OUT BLDG = 6226.50'

S=1%

STA 16+63

ROOF STORM DRAIN-3

28 LF 6" SDR 35 PVC

INV OUT BLDG= 6226.00'

S=1%

STA 18+71

ROOF STORM DRAIN-1

76 LF  4" SDR 35 PVC

INV OUT BLDG= 6227.00'

S=1%

EXISTING ROOF DRAIN.

CONNECT TO NEW ROOF

DRAIN. CONTRACTOR TO

VERIFY ELEVATION

WYE FITTING

FINISH GRADE

EXISTING GROUND

EXISTING VAULT

EXISTING PIPE

JS 2A-1

6'x8' VAULT

SEE C4.1

CAP AND ABANDON EX. CCT IN

PLACE AT PROPERTY BOUNDARY.

PLUG ENDS WITH SAKRETE OR

FLOWFILL

PLUG EX. 84" x 36 RECTANGULAR CCT SOUTH

OF CURB INLET

PLUG ENDS WITH FLOWFILL OR SAKCRETE

4' DIA MH

SEE C4.2

NOTE:

CACHE CREEK TUBE IS A LIVE

STORMWATER AND IRRIGATION

WATER CONVEYANCE SYSTEM

JA PROJECT 15063

4' DIA MH

SEE C4.2

WEST PARKING BASIN

STORMWATER DETENTION

NORTH PARKING BASIN

STORMWATER DETENTION

SOUTH PARKING BASIN

STORMWATER DETENTION

INLET 4 - NORTH PARKING &

DETENTION SYSTEM.

SEE C4.2

REMOVE EXISTING STORM DRAIN

AND HEADWALL WHERE

ENCOUNTERED IN EXCAVATION.

PLUG PIPE ENDS
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CONTRACTOR TO REMOVE EX. 16"

STORM DRAIN WHERE IT

CONFLICTS WITH PROPOSED

STORM DRAIN. ABANDON IN PLACE

WHEN POSSIBLE

STA 1+29

JS 2A-1

6'X8' VAULT

CONNECT TO EXISTING 16" STORM

DRAIN AT EAST WALL.

ABANDON 8" STORM DRAIN IN PLACE

SOUTH OF VAULT

EX. 16" JEAN ST. STORM

DRAIN

FINISH GRADE

EXISTING GROUND

STA 0+00

CONNECT JEAN ST STORM

DRIAN TO CCT 2A-5 VAULT

DETAIL 1/C6.4

STA 0+04

22.5° FITTING

STA 0+36

SEWER/ STORM CROSSING

STORM/ STORM CROSSING

EX. 8" STORM DRAIN TO

BE TO ABANDONED.

PLUG PIPE ENDS

SPLASH PAD

VAULT

STA 20+76

CT 2A-5

6'x8' VAULT

STA 19+63

CT 2A-4

6'x8' VAULT

JA PROJECT 15063
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NORTH PARKING BASIN

STORMWATER DETENTION.

PROVIDE 410 CF STORAGE

INLET 4 - NORTH PARKING

2'x6'-4" INLET

RIM = 6228.80''

INV IN (E) = 6224.37' 10"

INV OUT (S) = 6224.27' 10"

WEIR CREST = 6225.20'

INLET 5 - NORTH PARKING

2'x6'-4" INLET

RIM = 6229.11'

INV IN = 6225.69' 8"

INV OUT = 6225.59' 10"

4
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%

160 LF 30" SANITITE HP, S = 0.5%

30"x10"  REDUCER

INV 6225.37'

SOUTH PARKING BASIN

STORMWATER DETENTION

100 LF 24" SANITITE HP, S = 0.5%

24" 90° BEND WITH

CLEANOUT TO INLET

SOUTH PARKING STORM DETENTION SYSTEM

4' DIA MH WITH 4"

DETENTION DRAIN WEIR.

RIM = 6230.77'

INV IN = 6226.31' 24"

INV OUT = 6226.21' 10"

WEIR CREST = 6228.70'

INLET 8 - SOUTH PARKING

2'x6'-4" INLET

RIM = 6229.97'

INV OUT (E) = 6226.81' 24"

WEST PARKING STORM DETENTION SYSTEM

NORTH PARKING STORM DETENTION SYSTEM

80 LF 30" SANITITE HP, S = 0.5%

INLET 7 - WEST PARKING

2'x6'-4" INLET

RIM = 6228.95'

INV OUT = 6225.84' 10"

INLET 6 - WEST PARKING

2'x6'-4" INLET

RIM = 6228.18'

INV IN (S) = 6224.59' 10"

INV OUT (E) = 6224.49' 10"

123 LF 10" SANITITE HP

S = 1%

80 LF 30" SANITITE HP, S = 0.5%

60 LF 30" SANITITE HP, S = 0.5%

23 LF 10" SANITITE HP

S = 1%

10"x30" SANITITE

REDUCER

INV =6224.23'

4' DIA MH WITH 4"

DETENTION DRAIN WEIR.

RIM = 6229.97'

INV IN = 6223.83' 30"

INV OUT = 6223.73' 10"

WEIR CREST = 6226.40'

INV = 6224.13'

INV = 6224.08'

40 LF 10" SANITITE

HP, S = 0.5%

30"x10"  REDUCER

INV IN = 6224.57'

32 LF 10" SANITITE HP

S = 1%

(2) 45° BENDS

INV IN = 6224.00' 10"

16 LF 30" SANITITE HP

S = 0.5%

30" MANIFOLD WITH (3) CLEANOUTS

STA 20+76

CT 2A-5

6'x8' VAULT

STA 18+27

CT 2A-3

6'x8' VAULT
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JA PROJECT 15063

12'

100 LF 8" SANTITIE HP FROM

TURF AREA DRAINAGE

S = 0.5%

INSTALL 4" CLEANOUT

VERTICAL TO SURFACE.

PROTECT WITH VALVE BOX

TOP SECTION

INSULATE UNDER STORM

DRAIN AT WATERLINE

CROSSING

WEST PARKING

STORMWATER DETENTION

PROVIDE 1240 CF

STORAGE

INSULATE UNDER STORM

DRAIN AT WATERLINE

CROSSING
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N. KING ST EXTENSION WATERLINE

SCALE: HORIZONTAL. 1"=10

VERTICAL 1"=2
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STA 5+50

STORM/ WATER CROSSING

SEE DETAIL 3/C7.1

STA 4+78

22.5° BEND

11.25° BEND

STA 3+64

FIRE HYDRANT

8"x8"x6" TEE

6" GATE VALVE

10 LF 6" DIP

REUSE EXISTING FIRE

 HYDRANT IF PRACTICAL

STA 2+38

22.5° BEND

STA 2+12

INSTALL 25 LF 1" DR9 PE

WATER SERVICE

CURB STOP AND BOX

2+02

WATER/SANITARY CROSSING

STA 1+42

22.5° BEND

STA 0+00

CONNECT TO

EXISTING 8" WATER

MAIN STUB OUT

STA 3+73

22.5° BEND

11.25° BEND

STA 2+44

STORM/ WATER

CROSSING

EXISTING GROUND

FINISH GRADE

FLOWFILL

2" RIGID INSULATION

10'

STA 5+74

CONNECT TO EXISTING 8" WATER MAIN

8" x 8" TAPPING SADDLE

8" GATE VALVE

TOJ TO PERFORM TAP

CONTRACTOR TO SUPPLY MATERIALS.

MAINTAIN MINIMUM

7' BURY

FLOWFILL BETWEEN WATER MAIN

AND EXISTING PIPES TO PROVIDE

SUPPORT FOR EXISTING PIPES

STA 5+65

(2) VERTICAL 45° BENDS

574 LF 8" CL 350 DIP

FUTURE SHOWER BUILDING

(NOT IN CONTRACT)

ABANDON WATERLINE AT MAIN OR

VALVE PER TOJ DIRECTION

PLUG MAIN PER TOJ STANDARDS

REMOVE VALVE BOX

STA 5+45

(2) VERTICAL 45° BENDS

EXISTING HYDRANT TO BE

REMOVED AND REUSED IF

PRACTICAL.

PLUG PIPE END WITH MJ CAP OR

FLOW FILL

STA 0+19

HORIZONTAL 45° BEND

STA 0+09

HORIZONTAL 45° BEND

STA 0+06

8"x8"x6" TEE

6" GATE VALVE

JA PROJECT 15063

FLOWFILL 9' EITHER SIDE

OF CROSSING

2" RIGID INSULATION
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=PIPE PROFILE=

NORTH PARKING WATERLINE

SCALE: HORIZONTAL. 1"=10
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EXISTING GROUND

FINISH GRADE

MAINTAIN MINIMUM

7' BURY

410 LF 6" CL 350 DIP

STA 3+11

HORIZONTAL DEFLECTION

USE VERTICAL DEFLECTION TO

PROVIDE 7' BURY

STA 0+00

8"x8"x6" TEE

6" GATE VALVE

STA 0+68

HORIZONTAL 45° BEND

STA 0+36

HORIZONTAL 45° BEND

STA 4+10

CONNECT TO EXISTING 8" WATER MAIN

6"x8" TAPPING SADDLE

TOJ TO PERFORM TAP

CONTRACTOR TO SUPPLY MATERIALS

STA 0+31

(2) VERTICAL 45° BENDS

STA 0+17

(2) VERTICAL 45° BENDS

12'

FLOWFILL BETWEEN

WATER MAIN AND CACHE

TUBE

FLOWFILL BETWEEN

WATER MAIN AND STORM

DRAIN

JA PROJECT 15063

120 LF 8" SANTITIE HP

FROM TURF AREA

DRAINAGE

S = 0.5%

STA 3+04

STORM/ WATER CROSSING

STA 0+63

STORM/ WATER CROSSING

STA 0+25

STORM/ WATER CROSSING

SEE DETAIL 3/C7.1

FLOWFILL BETWEEN

WATER MAIN AND STORM

DRAIN

2" RIGID INSULATION

2" RIGID INSULATION

2" RIGID INSULATION
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NOTES:

1. MINIMUM COVER VARIES BY UTILITY.  SEE TOWN OF JACKSON

STANDARD DETAILS W-100, SS-100, STM-100.

2. TRENCH BACKFILL BELOW THE SURFACE SHALL MEET THE

FOLLOWING CRITERIA:

- 95% MODIFIED PROCTOR DENSITY IN RIGHT-OF-WAY TO 5'

OUTSIDE STREET AND ALLEY RIGHTS-OF WAY.

- 90% MODIFIED PROCTOR DENSITY FROM 5' OUTSIDE STREET

AND ALLEY RIGHTS-OF-WAY.

3. COMPACTION OF NATIVE TRENCH BACKFILL, WITH ALL ROCK

LARGER THAN 6" REMOVED, SHALL BE CARRIED OUT IN 2' LIFTS

WITH A HOE-PACK OR A VIBRATORY  SHEEPS FOOT ROLLER

(COMPACTION METHOD AND EQUIPMENT SHALL BE REVIEWED

AND APROVED BY TOWN ENGINEER  PRIOR TO BACKFILLING).

4. PIPE BEDDING SHALL BE PLACED IN 6" LIFTS AND THOROUGHLY

COMPACTED WITH A JUMPING JACK TO PROVIDE UNIFORM PIPE

SUPPORT. THOROUGHLY WORK BEDDING MATERIAL BELOW

THE PIPE HAUNCHES BY STABBING OR OTHER EFFECTIVE

METHOD.

5. UNLESS OTHERWISE DIRECTED, ALL BASE COURSE AND

GRAVEL SURFACE REPLACEMENT SHALL BE INSTALLED PER

WPWSS SECTION 02231, PART 3.03.

6. WHERE THE SPECIFIED MAXIMUM TRENCH WIDTH IS EXCEEDED,

OR IF THE PIPE IS INSTALLED IN COMPACTED EMBANKMENT,

THEN PIPE EMBEDMENT SHALL BE COMPACTED TO 96% OF

STANDARD PROCTOR MAXIMUM DENSITY (ASTM D-698) TO A

POINT AT LEAST 3 PIPE  DIAMETERS FROM THE PIPE ON BOTH

SIDES OF THE PIPE OR TO THE TRENCH WALL,  WHICHEVER IS

LESS.

7. WHERE TRENCH PASSES THROUGH EXISTING PAVEMENT, THE

PAVEMENT SHALL BE CUT IN A STRAIGHT LINE PARALLEL TO

THE EDGE OF THE EXCAVATION BY USE OF A CONCRETE SAW

OR SIMILAR APPROVED EQUIPMENT TO OBTAIN A STRAIGHT,

SQUARE, CLEAN BREAK. PAVEMENT CUTS SHALL BE TWO FEET

WIDER THAN THE ACTUAL TRENCH OPENING AND CENTERED

OVER SUCH BREAK.

8. DETECTABLE WARNING TAPE SHALL BE 2" MINIMUM WIDTH WITH

STANDARD COLOR AND PRINTING, AND MINIMUM TENSILE

STRENGTH OF 7,500 LBS. COLOR SHALL MATCH PIPE USING

APWA UNIFORM COLOR CODES FOR UNDERGROUND UTILITIES.

9. ALL TRENCH EXCAVATION SHALL CONFORM TO WYOMING

OCCUPATIONAL HEALTH AND SAFETY ADMINISTRATION

(WYOSHA) REGULATIONS.

NOT TO SCALE

PIPE TRENCH DETAIL
2

C6.0

PIPE SUBGRADE

TRENCH BACKFILL

MARKING TAPE TO BE PLACED

24" ABOVE INSULATED PORTION

OF THE PIPE

RIGID STYROFOAM INSULATION BOARD

(BLUE BOARD) THICKNESS TO BE 2" OR

GREATER. INSTALL FULL WIDTH OF

TRENCH OR 2' OUTSIDE OF PIPE. OVER

LAP 6" AT SEAMS.

BEDDING ZONE

PER TYPICAL TRENCH

CONSTRUCTION

MAIN OR SERVICE LINE

MIN BURY DEPENDANT ON

UTILITY TYPE (SEE NOTES)

6'-0" MIN BURY DEPTH TO TOP

OF PIPE OR LESS THAN 4'-0" MIN.

SEPARATION FROM CULVERTS

WATER/SEWER CROSSING NOTES:

NORMAL CONDITIONS - WATER MAINS CROSSING SANITARY SEWER MAINS, OR STORM SEWERS SHALL BE LAID ABOVE TO PROVIDE

A VERTICAL SEPARATION OF AT LEAST EIGHTEEN (18) INCHES WHENEVER POSSIBLE.  THE DISTANCE SHALL BE MEASURED FROM

THE TOP OF THE SEWER PIPE TO THE BOTTOM OF THE WATER PIPE.

UNUSUAL CONDITIONS - WHEN LOCAL CONDITIONS PREVENT A VERTICAL SEPARATION OF AT LEAST EIGHTEEN (18) INCHES AS

NOTED ABOVE, THE FOLLOWING CONSTRUCTION SHALL BE USED:

1. THE SANITARY SEWER OR STORM SEWER JOINTS SHALL BE CONSTRUCTED OF MATERIALS AND WITH JOINTS THAT ARE

EQUIVALENT TO WATER MAIN STANDARDS OF CONSTRUCTION (SDR 26 OR C-900) AND SHALL BE TESTED FOR WATER TIGHTNESS

BY SEWER LINE METHODS; OR

2. THE SANITARY SEWER, STORM SEWER OR WATER MAIN SHALL BE PLACED IN A SEPARATE CASING PIPE EXTENDING A MINIMUM

OF NINE (9) FEET EACH SIDE OF THE CROSSING; OR

3. THE SANITARY SEWER SHALL BE ENCASED IN FLOWABLE FILL A MINIMUM OF NINE (9) FEET EACH SIDE OF CROSSING.

4. WATER MAINS PASSING UNDER SEWER LINES SHALL IN ADDITION TO THE ABOVE REQUIREMENTS, BE PROTECTED BY PROVIDING

FLOWABLE FILL BETWEEN WATER AND SEWER LINES FOR ADDITIONAL SUPPORT.

5. FLOWABLE FILL SHALL BEAR ON UNDISTURBED SOIL AND HAVE A 28 DAY COMPRESSIVE STRENGTH OF 30 PSI TO 60 PSI.

REFERENCE WYOMING PUBLIC WORKS STANDARD SPECIFICATIONS SECTION 02510.

NOT TO SCALE

WATER / SEWER CROSSING DETAIL
5

C6.0

4" MIN

NATIVE BACKFILL

FLOWABLE FILL

SEWER PIPE

WATER PIPE

PIPE BEDDING

18" MIN

4" MIN

9' MIN

NOTES:

1. ALL UTILITIES ARE TO CONFORM TO TOWN OF JACKSON STANDARDS FOR MINIMUM BURY. BURY DEPTH MAY BE

REDUCED WITH THE INSTALLATION OF 2" OF RIGID INSULATION PER FOOT OF REDUCED BURY FROM MINIMUM

REQUIREMENTS (2" MINIMUM). INSULATION SHALL BE INSTALLED UPON ENGINEER APPROVAL PRIOR TO REDUCING

BURY DEPTH FOR ALL PIPE THAT DOES NOT MEET MINIMUM BURY REQUIREMENTS.

1.1. TOJ MINIMUM BURY

1.1.1. SANITARY SEWER - 6' (REDUCED BURY TO 5' (2" INSULATION), 4' (4" INSULATION))

1.1.2. WATER - 7' (REDUCED BURY TO 6' (2" INSULATION), 5' (4" INSULATION)) - SAME AS GEOTHERMAL

2. INSULATION SHALL BE INSTALLED ON ALL WATER OR SEWER PIPES THAT ARE WITHIN FOUR FEET OF ANY DRAINAGE

CULVERT. THIS APPLIES TO ANY SIDE OF THE PIPE WHICH IS NEAR THE CULVERT.

3. WATER/SEWER CROSSINGS UNDER THE CACHE CREEK TUBE ARE TO BE INSULATED WITH 4' WIDE, 4" THICK RIGID

INSULATION EXTENDING 4' BEYOND THE EDGE OF THE CACHE CREEK TUBE. ALL DIMENSIONS MINIMUM. WHERE

WATERLINE IS BLEOW BOTTOM OF TRENCH PLACE INSULATION AT BOTTOM OF STORM DRAIN PIPE.

4. OTHER FORMS OF INSULATION MAY BE UTILIZED AS LONG AS THEY ARE CLOSED CELL AND MANUFACTURED TO BE

INSTALLED IN UNDERGROUND APPLICATIONS.  INSULATION MATERIAL AND INSTALLATION MUST BE APPROVED BY THE

ENGINEER.

NOT TO SCALE

PIPE INSULATION DETAIL
3

C6.0

18" MIN.

6" MIN.

NOTES:

1. UTILITY CABLE SHOWN IS TYPICAL FOR ELECTRIC, TELEPHONE, CABLE TV, GAS LINES AND

ANY OTHER DRY UTILITY LINE ENCOUNTERED.

2. NEW WATER AND SEWER LINES SHALL BE INSTALLED A MINIMUM OF 18" BELOW UTILITY

CABLE CROSSINGS (WHENEVER POSSIBLE).

3. MAINTAIN MINIMUM UTILITY CABLE DEPTH AS REQUIRED BY UTILITY COMPANY.

4. REPLACE ANY UTILITY CABLES IN CONDUIT THAT ARE CUT DURING WATER/SEWER LINE

INSTALLATION (AS REQUIRED BY UTILITY COMPANY).

6" MIN.
12" MAX.

NOT TO SCALE

UTILITY CROSSING DETAIL
4

C6.0

TOJ W-100, SS-100, STM-100

UNIMPROVED AREA

SURFACE RESTORATION

ROADWAY SURFACE

RESTORATION

12" MINIMUM

REPLACEMENT ASPHALT

PER TOWN STANDARDS

DISTURBED NON-ROADWAY SURFACES

TO BE RETURNED TO ADJACENT

EXISTING CONDITIONS

EXISTING ASPHALT PAVEMENT

12" (MINIMUM)

WPWSS SECTION 02225, PART 2.01,

TYPE 1 PIPE BEDDING

6" (MINIMUM)

6" MINIMUM

(TYPICAL)

PIPELINE OR SERVICE

PER TABLE 1

2" THICK x 24" WIDE (MINIMUM) RIGID, HIGH DENSITY

POLYSTYRENE INSULATION (BLUE BOARD) REQUIRED

IF DEPTH OF COVER IS LESS THAN RECOMMENDED

OR AS REQUIRED BY TOWN ENGINEER

TRENCH BACKFILL (NATIVE MATERIAL IF THE

EQUIPMENT SPECIFIED IN NOTE 2 IS UTILIZED;

OTHERWISE WPWSS SECTION 02190, PART 2.03,

GRADATION "W" AGGREGATE)

UNDISTURBED SUBBASE

TACK OIL

7' COVER WATER

6' COVER SEWER

4' COVER STORM

TYPICAL

REPLACEMENT GRAVEL SURFACE (9" MINIMUM

COMPACTED DEPTH, GRADATION "W" AGGREGATE)

WATER AND SEWER PIPELINE OR

SERVICE PER TOWN STANDARDS.

STORM PIPE 12" MINIMUM RCP, PVC,

HDPE N12, OR AS DESIGNED ON THE

PLANS, TO BE APPROVED BY TOWN ENGINEER.

12" MINIMUM

6" MINIMUM

6" MINIMUM

PIPE BEDDING

UNDISTURBED SOIL

TOJ W-116

TYPE 2 PIPE BEDDING

WHERE REQUIRED

NOT TO SCALE

TYPICAL UTILITY TRENCH DETAIL

WITH NATURAL GAS

NOTES:

1. WHEN ELECTRICAL CONDUCTORS CROSS OVER OR UNDER WATER AND/OR SEWER PIPES THERE SHALL BE A MINIMUM OF

12" VERTICAL SEPARATION.  IN ADDITION, THE ELECTRICAL CONDUCTORS SHALL BE PROTECTED WITH NOT LESS THAN 48"

OF SUITABLE PVC OR RIGID STEEL CONDUIT WITH NO LESS THAN 24" ON EITHER SIDE OF THE CROSSING.

2. CUSTOMER INSTALLED CONDUIT MUST BE INSPECTED PRIOR TO BACKFILLING.  IF NOT INSPECTED, TRENCH MAY BE

REJECTED.

3. ALL TRENCHES ARE TO BE INSPECTED PRIOR TO BACKFILLING.

4. 18" SEPARATION MUST BE OBTAINED BETWEEN HDPE GAS PIPE AND POWER CABLE OR TRENCH WILL BE REJECTED.

5. BEDDING AS SHADING MATERIAL MUST BE SMOOTH, FREE OF ROCKS, AND MUST BE ABLE TO SIFT THROUGH A 

1

4

" SCREEN

(SAND RECOMMENDED).

36"24" 8"

DIAMETER

OF PIPES

8" SHADING

24"

TRENCH WIDTH

SECONDARY 36" MINIMUM

PRIMARY 42" MINIMUM

60" MINIMUM

TO WATER OR SEWER PIPE

8" BEDDING

COMMUNICATION

CONDUITS

POWER CABLE

IN CONDUIT

LOCATOR WIRE

HDPE GAS PIPE

COMPACTED

BACKFILL

GAS WARNING TAPE

ELECTRIC WARNING

TAPE

IF DEPTH IS GREATER THAN 8'

CONTACT LOWER VALLEY ENERGY FOR

REQUIRED OFFSET

FINISHED

GRADE

6

C6.0

UNDISTURBED SOIL

WATER/SEWER PIPE

PIPE BEDDING

TRENCH BACKFILL

UTILITY CABLE

(SEE NOTES)

SURFACE (SEE TYPICAL SECTIONS)

STANDARD TRENCH

BACKFILL (SEE DETAIL)

BEDDING AS

REQUIRED BY

UTILITY

COMPANY

NOT TO SCALE

NOTES:

1. ALL PIPE SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH ASTM D2321, "STANDARD PRACTICE FOR UNDERGROUND INSTALLATION

OF THERMOPLASTIC PIPE FOR SEWERS AND OTHER GRAVITY FLOW APPLICATIONS", LATEST EDITION.

2. MEASURES SHOULD BE TAKEN TO PREVENT MIGRATION OF NATIVE FINES INTO BACKFILL MATERIAL, WHEN REQUIRED.

3. TRENCH BACKFILL BELOW THE SURFACE SHALL MEET THE FOLLOWING CRITERIA:

- 95% MODIFIED PROCTOR DENSITY WITHIN STREET AND ALLEY RIGHTS-OF-WAY.

- 90% MODIFIED PROCTOR DENSITY OUTSIDE STREET AND ALLEY RIGHTS-OF-WAY.

4. COMPACTION OF NATIVE TRENCH BACKFILL, WITH ALL ROCK LARGER THAN 6" REMOVED, SHALL BE CARRIED OUT IN 2' LIFTS WITH A

HOE-PACK OR A VIBRATORY SHEEPS FOOT ROLLER (COMPACTION METHOD AND EQUIPMENT SHALL BE REVIEWED AND APPROVED BY

TOWN ENGINEER PRIOR TO BACKFILLING). MAXIMUM LOOSE LIFT DEPTH 12".

5. PIPE BEDDING SHALL BE TYPE I PLACED IN 12" LIFTS AND THOROUGHLY COMPACTED WITH A JUMPING JACK TO PROVIDE UNIFORM PIPE

SUPPORT. TYPE 1 BEDDING SHALL BE THOROUGHLY RODDED UNDER PIPE HAUNCHES.

6. UNLESS OTHERWISE DIRECTED, ALL BASE COURSE AND GRAVEL SURFACE REPLACEMENT SHALL BE INSTALLED PER WPWSS SECTION

02231, PART 3.03.

7. ALL TRENCH EXCAVATION SHALL CONFORM TO WYOMING OCCUPATIONAL HEALTH AND SAFETY ADMINISTRATION (WYOSHA)

REGULATIONS.

8. SUITABLE PIPE BEDDING SHALL BE TYPE I MATERIAL.  THE CONTRACTOR SHALL PROVIDE DOCUMENTATION FOR MATERIAL

SPECIFICATION TO ENGINEER.  PIPE >30" DIAMETER SHALL BE PLACED USING PIPE BEDDING MATERIAL AS SPECIFIED BY THE

MANUFACTURER.  CARE SHOULD BE TAKEN FOR PROPER PLACEMENT UNDER HAUNCHES (SEE MANUFACTURERS RECOMMENDATIONS).

UNIMPROVED AREA

SURFACE RESTORATION

ROADWAY SURFACE

RESTORATION

FOLLOW ROAD CROSS

SECTION REQUIREMENTS

DISTURBED NON-ROADWAY SURFACES

TO BE RETURNED TO ADJACENT

EXISTING CONDITIONS

6" (MINIMUM)

WPWSS SECTION 02225, PART 2.01,

TYPE 1 PIPE BEDDING

6" (MINIMUM)

TRENCH BACKFILL (NATIVE MATERIAL);

OTHERWISE WPWSS SECTION 02190, PART 2.03,

GRADATION "H" OR "W" AGGREGATE)

2' MINIMUM COVER

(OR AS APPROVED

BY TOWN ENGINEER)

STORM SEWER PIPE

CACHE TUBE PIPE TRENCH DETAILS

BEDDING

C6.0

1

MINIMUM TRENCH WIDTH

(SEE MANUFACTURER RECOMMENDATION)

12" TYPE 2 BEDDING WHERE

REQUIRED

TACK OIL BETWEEN EXISTING

AND NEW PAVEMENT.

FILL ANY SAW CUT LINES

WITH TACK

ROD BEDDING UNDER PIPE

HAUNCHES THOROUGHLY TO

ELIMINATE VOIDS SUBGRADE PREPARATION MIN 6"

SCARIFY / COMPACT
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SECTION C

SECTION A

NOT TO SCALE

STA 16+42 CT 2A-1 8'x12'  VAULT

NOTE:

1. GRAVEL SHALL BE EIGHT (8) INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, PART 2.03, GRADING W, AND

BE INSTALLED PER WPWSS SECTION 02231, PART 3.03.

2. STRUCTURE TO BE RATED TO AASHTO HS-20 LOADING CRITERIA

3. POUR CHANNEL IN VAULT TO BE 

1

3

 HEIGHT OF MAIN LINE PIPE WITH SMOOTH TROWEL FINISH. USE 2000 PSI CONCRETE.

SLOPE SHELVES 1:12 TO CHANNEL

4. PIPES SHALL BE GROUTED IN PLACE TO VAULT WITH 2000 PSI CONCRETE.

C6.1

1

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

24" SANITITE

HP PIPE

TO AQUA SWIRL

TREATMENT UNIT

FROM AQUA SWIRL

TREATMENT UNIT

MANHOLE STEPS

STANDARD 24" ACCESS HOLE

B

A

8'x12'x8'

UTILITY VAULT

B

A

C

C

SECTION B

6221.00'

MANHOLE STEPS

COVER

COMPACTED GRAVEL

(SEE NOTE 1)

6220.90'

6221.10'6221.10'

6220.90'

6221.00'

6221.10' 6221.10'

24" SANITITE

HP PIPE

24" SANITITE

HP PIPE

24" SANITITE

HP PIPE

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

COMPACTED GRAVEL

(SEE NOTE 1)

COMPACTED GRAVEL

(SEE NOTE 1)

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

1' RISER

1' RISER

6228.07'

6228.97'

6229.22'

6228.07'

6228.97'

6229.22'

6228.07'

6228.97'

6229.22'

8'

3'-8"

8'-6

1

2

"

8

1

2

"

3'-5

1

2

"

8'

4'-0

1

2

"

11"

3'-4"

3'-9

1

2

"

4'-7"

1'-0

1

2

"

3'-4"

3'-8

1

2

"

11"

4'-5"

12'

8

1

2

"

5'-6"

1'-10

1

2

"

11"

5'-6"

1'-8"

2'-9

1

2

" 6'-5

1

2

" 2'-9"

11"

1'-0

1

2

"

CONCRETE

WEIR

CONCRETE

WEIR

WEIR CREST

6221.90'
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A

A

COMPACTED GRAVEL

(SEE NOTE 1)

SECTION C

6230.05'

8" VAULT LID

48" SANITITE

HP PIPE 6221.74'

6221.64'

6229.25'

6228.59'

6'x8'x10'

UTILITY VAULT

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

C

C

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE STEPS

8" VAULT LID

2' RISER

48" SANITITE HP

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

48" SANITITE

HP PIPE

B

B

SECTION A

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE STEPS

8" VAULT LID

2' RISER

48" SANITITE HP

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

SECTION B

PLAN

NOT TO SCALE

STA 17+42 CT 2A-2 6'x8'  VAULT

NOTE:

1. GRAVEL SHALL BE EIGHT (8) INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, PART 2.03, GRADING W, AND

BE INSTALLED PER WPWSS SECTION 02231, PART 3.03.

2. STRUCTURE TO BE RATED TO AASHTO HS-20 LOADING CRITERIA

3. POUR CHANNEL IN VAULT TO BE 

1

3

 HEIGHT OF MAIN LINE PIPE WITH SMOOTH TROWEL FINISH. USE 2000 PSI CONCRETE.

SLOPE SHELVES 1:12 TO CHANNEL

4. PIPES SHALL BE GROUTED IN PLACE TO VAULT WITH 2000 PSI CONCRETE.

C6.2

1

5'-6"

1'-5

1

2

"

2'-1

1

2

"

5'-6"

1'-4"

2'-3"

5'-6"

2'-1

1

2

"

1'-5

1

2

"

10'-2"

6'

8'

1'-2

1

2

"

5'-8

1

2

"

4'-10

1

2

"

5'-6"

2'-3"

1'-4"

10'-2"

8'

1'-2

1

2

"

5'-8

1

2

"

5'-2

1

2

"

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

11°
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A

A

COMPACTED GRAVEL

(SEE NOTE 1)

SECTION C

6230.49'

8" VAULT LID

48" SANITITE

HP PIPE 6222.27'

6222.17'

6229.25'

6228.59'

6'x8'x9'

UTILITY VAULT

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE STEPS

8" VAULT LID

1' RISER

48" SANITITE

HP

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

48" SANITITE

HP PIPE

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE STEPS

8" VAULT LID

1' RISER

48" SANITITE HP

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

SECTION B

PLAN

NOT TO SCALE

STA 18+27 CT 2A-3 6'x8'  VAULT

NOTE:

1. GRAVEL SHALL BE EIGHT (8) INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, PART 2.03, GRADING W, AND

BE INSTALLED PER WPWSS SECTION 02231, PART 3.03.

2. STRUCTURE TO BE RATED TO AASHTO HS-20 LOADING CRITERIA

3. POUR CHANNEL IN VAULT TO BE 

1

3

 HEIGHT OF MAIN LINE PIPE WITH SMOOTH TROWEL FINISH. USE 2000 PSI CONCRETE.

SLOPE SHELVES 1:12 TO CHANNEL

4. PIPES SHALL BE GROUTED IN PLACE TO VAULT WITH 2000 PSI CONCRETE.

C6.3

1

4°'

C

C

B

B

SECTION A

5'-6"

11"

1'-8"

5'-6"

10"

1'-9"

5'-6"

1'-11

1

2

"

7

1

2

"

9'-2"

6'

8'

1'-9

1

2

"

5'-10

1

2

"

4'-6"

5'-6"

1'-9"

10"

9'-2"

8'

11

1

2

"

5'-10

1

2

"

4'-5"

FINAL GRADE DURING WINTER OF

2021-2022. APPROX. 6230.55'

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

10" SANITITE

HP PIPE

10" SANITITE HP PIPE

WITH FLAPPER VALVE

INSTALL FLAPPER

VALVE ON PIPE

OUTLET

1'-11"

10

1

2

"

1'

10" SANITITE HP STORM PIPE

FROM WEST PARKING

STORMWATER DETENTION

3'-11"

6223..44'

10" PVC COUPLING

10" PVC FLAPPER VALVE

10" SANITITE HP STORM PIPE

FROM WEST PARKING

STORMWATER DETENTION

10" PVC COUPLING

10" PVC FLAPPER VALVE

2' 1' 1'

A

A

COMPACTED GRAVEL

(SEE NOTE 1)

SECTION C

6230.06

8" VAULT LID

48" SANITITE

HP PIPE

6223.05'

6222.95'

6229.25'

6228.59'

6'x8'x9'

UTILITY VAULT

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE

STEPS

8" VAULT LID

1' RISER

48" SANITITE

HP

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

48" SANITITE

HP PIPE

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE STEPS

8" VAULT LID

1' RISER

48" SANITITE HP

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

SECTION B

PLAN

NOT TO SCALE

STA 19+63 CT 2A-4 6'x8'  VAULT

NOTE:

1. GRAVEL SHALL BE EIGHT (8) INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, PART 2.03, GRADING W, AND

BE INSTALLED PER WPWSS SECTION 02231, PART 3.03.

2. STRUCTURE TO BE RATED TO AASHTO HS-20 LOADING CRITERIA

3. POUR CHANNEL IN VAULT TO BE 

1

3

 HEIGHT OF MAIN LINE PIPE WITH SMOOTH TROWEL FINISH. USE 2000 PSI CONCRETE.

SLOPE SHELVES 1:12 TO CHANNEL

4. PIPES SHALL BE GROUTED IN PLACE TO VAULT WITH 2000 PSI CONCRETE.

C6.3

2

C

B

B

SECTION A

5'-6"

1'-8

1

2

"

10

1

2

"

5'-6"

1'-7"

1'

5'-6"

1'

1'-7"

9'-2"

6'

8'

2'-2

1

2

"

5'-5

1

2

"

3'-8

1

2

"

5'-6"

10

1

2

"

1'-8

1

2

"

9'-2"

8'

1'-3"

5'-10

1

2

"

3'-7

1

2

"

C

20°'

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

16" SANITITE

HP PIPE

16" SANITITE

HP PIPE

3'-1

1

2

"

1'-3"

2'-5"

1'-1

1

2

" 1'-5"
2'-1"

16" SANITITE

HP PIPE

6223.50'

2'-5"

2'-6

1

2

"

3'-1

1

2

"

1'-3"

1'-2

1

2

"

3'-1

1

2

"

2'-6

1

2

"

2'-5"

6223.50'

16" SANITITE

HP PIPE
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A

A

COMPACTED GRAVEL

(SEE NOTE 1)

SECTION C

6230.42'

8" VAULT LID

48" SANITITE

HP PIPE

6223.71'

6223.61'

6229.25'

6228.59'

6'x8'x8'

UTILITY VAULT

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

48" SANITITE

HP PIPE

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE STEPS

8" VAULT LID

48" SANITITE HP

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

SECTION B

PLAN

NOT TO SCALE

STA 20+76 CT 2A-5 6'x8'  VAULT

NOTE:

1. GRAVEL SHALL BE EIGHT (8) INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, PART 2.03, GRADING W, AND

BE INSTALLED PER WPWSS SECTION 02231, PART 3.03.

2. STRUCTURE TO BE RATED TO AASHTO HS-20 LOADING CRITERIA

3. POUR CHANNEL IN VAULT TO BE 

1

3

 HEIGHT OF MAIN LINE PIPE WITH SMOOTH TROWEL FINISH. USE 2000 PSI CONCRETE.

SLOPE SHELVES 1:12 TO CHANNEL

4. PIPES SHALL BE GROUTED IN PLACE TO VAULT WITH 2000 PSI CONCRETE.

C6.4

1

C

B

B

5'-2

1

2

"

1'-4

1

2

"

6"

5'-4"

1'-3"

6"

6'

5'-2

1

2

"

6"

1'-4

1

2

"

8'

10

1

2

"

6'-6"

2'-11

1

2

"

C

15°'

8'-2"

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

MANHOLE

STEPS

8" VAULT LID

48" SANITITE HP

POUR CHANNEL IN

EXISTING MANHOLE

(

1

3

 HEIGHT OF

MAINLINE)

5'-7"

6"

1'

8'

10

1

2

"

6'-6"

3'-4"

8'-2"

SECTION A

48" SANITITE

HP PIPE

48" SANITITE

HP PIPE

NOT TO SCALE

STA 21+46 CT 2B-1 6'x8' TEE VAULT

COMPACTED GRAVEL

(SEE NOTE 1)

NOTE:

1. GRAVEL SHALL BE EIGHT (8) INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, PART 2.03, GRADING H OR W,

AND BE INSTALLED PER WPWSS SECTION 02231, PART 3.03.

2. NO CHANNEL CONSTRUCTION REQUIRED INSIDE OF VAULT

3. STRUCTURE TO BE RATED TO AASHTO HS-20 LOADING CRITERIA

4. PIPES SHALL BE GROUTED IN PLACE TO VAULT WITH 2000 PSI CONCRETE.

MANHOLE STEPS

C6.4

2

48" SANITITE HP PIPE

GROUT

AROUND PIPE

COMPACTED GRAVEL

(SEE NOTE 1)

COVER

 EX. 48" SANITITE HP PIPE

STANDARD 24" ACCESS HOLE

AA

SECTION A

SECTION B

PLAN

MANHOLE STEPS

6230.96'

8" VAULT LID

8" VAULT LID

8" VAULT LID

EX. 48" SANITITE HP PIPE

B
B

6225.10'6225.10'

6224.06'

EX. 48" SANITITE

 HP PIPE

EX. 30" SANITITE HP PIPE

EX. 30" SANITITE HP PIPE

48" SANITITE

HP

EXISTING 6'x8'x8'

UTILITY VAULT

READY KNOCKOUT

PROVIDED TO EXISTING

VAULT

1'-9"

2'

2'-9"

2'-9"

1' 3"

3"

5'

5'

1'-9"

3'-6"

3'-6"

5'

1'

2'

2'-6"
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SECTION C

SECTION B

PLAN

NOT TO SCALE

STA 1+29 JS 2A-1 6'x8'  VAULT

NOTE:

1. GRAVEL SHALL BE EIGHT (8) INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, PART 2.03, GRADING W, AND

BE INSTALLED PER WPWSS SECTION 02231, PART 3.03.

2. STRUCTURE TO BE RATED TO AASHTO HS-20 LOADING CRITERIA

3. POUR CHANNEL IN VAULT TO BE 

1

3

 HEIGHT OF MAIN LINE PIPE WITH SMOOTH TROWEL FINISH. USE 2000 PSI CONCRETE.

SLOPE SHELVES 1:12 TO CHANNEL

4. PIPES SHALL BE GROUTED IN PLACE TO VAULT WITH 2000 PSI CONCRETE.

C6.5

1

SECTION A

C

C

21°

6'x8'x8'

UTILITY VAULT

16" SANITITE

HP PIPE

EX. 16"

SANITITE HP

PIPE

A

A

B

B

10

1

2

"

2'-6

1

2

"

3'-8"

10

1

2

"

1'-3"

1'-3"

3'-8"

8'-2"

6'

3'-0

1

2

" 1'-5" 1'-2

1

2

"

4"

16" SANITITE

HP PIPE

EX. 16" SANITITE

HP PIPE

6223.76' 6223.76'

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

MANHOLE STEPS

6229.35'

6229.95'

6231.30'

6229.35'

6229.95'

6231.30'

EX. 16" SANITITE

HP PIPE

6223.76'

10"

10

1

2

"

2'-6

1

2

"

3'-8"

8'-2"

8'

EX. 16" SANITITE

HP PIPE

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

CHANNEL

(

1

3

 HEIGHT OF

MAINLINE)

10

1

2

"

2'-6

1

2

"

3'-8"

8'

1'-1

1

2

" 1'-3" 1'-6

1

2

" 4'-1"

10

1

2

"

1'-3"

1'-3"

3'-7"

6223.76' 6223.76'

6229.35'

6229.95'

6231.30'

COMPACTED GRAVEL

(SEE NOTE 1)

COMPACTED GRAVEL

(SEE NOTE 1)

COMPACTED GRAVEL

(SEE NOTE 1)

16" SANITITE

HP PIPE
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CONCRETE

BYPASS WEIR

INLET PIPE

OUTLET PIPE

INLET PIPE FROM

CDS

OUTLET PIPE

FROM CDS

CDS-10

STORMWATER

TREATMENT

UNIT

TREATMENT UNIT SIZING PARAMETERS:

STORM: 5-YEAR

BASIN: 62.12 ACRES

SURFACE TYPE:

40% BUSINESS DOWNTOWN

60% RESIDENTIAL

PEAK FLOW: 14.50 CFS

NOT TO SCALE

STA 16+42 -13' OFFSET (L) CDS-10 STORMWATER TREATMENT SYSTEM

C6.6

1

CT 2A-1 8'x12'

VAULT. SEE C6.1
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PLAN

TREATMENT UNIT SECTION



STORM

0" MAXIMUM

1

2

" MINIMUM

ASPHALT ROAD

SURFACE

COMPACTED

ROAD BASE

COMPACTED

NATIVE BACKFILL

3" MINIMUM

COMPACTED

HOT-MIX ASPHALT

OR U.P.M COLD-MIX

4000 PSI FIBERMESH CONCRETE SLAB (COLLAR)

SHALL BE INSTALLED AROUND VALVE BOX

BELOW ASPHALT

3"

STORM CLEANOUT COVER IN ASPHALT

COVER LABELED "STORM"

AA

B

B

MANIFOLD/HEADER

CLEANOUT

LATERALS

MANIFOLD/HEADER

CLEANOUT WITH VALVE BOX TOP

LATERAL

18"

6" MIN.

LATERAL

ASPHALT

CLASS I OR II MATERIAL

PLACED AND COMPACTED

IN ACCORDANCE WITH

ATSM D2321 IN PIPE ZONE

UNDISTURBED SOIL

53.1"

NOT TO SCALE

STORM DETENTION SYSTEM MANIFOLD AND CLEANOUT DETAIL

C6.7

1

NOTE:

DIMENSIONS SHOWN ARE SPECIFIC TO 30" PIPES.  SEE MANUFACTURER'S INSTRUCTIONS

FOR FURTHER DETAILS.

PLAN

SECTION B

SECTION A

MANIFOLD CLEANOUT

NOT TO SCALE

STORMWATER MANHOLE DETAIL

FOR SOUTH AND WEST PARKING DETENTION SYSTEMS
2

C6.7

6" MIN.

4" WIDE CONCRETE WEIR

WEIR CREST PER PLAN

INLET PIPE FROM

DETENTION SYSTEM

SIZE AND INVERT

ELEVATION PER PLAN

MANHOLE AND COVER, PER

TOJ STANDARDS.

SEE DETAIL 1, SHEET C8.0.

RIM ELEVATION PER PLAN.

OUTLET PIPE TO CCT

SIZE AND INVERT

ELEVATION PER PLAN

4" DOGHOUSE THROUGH

CONCRETE WEIR

18"

ABANDON

EXISTING PIPE

IN PLACE

NOT TO SCALE

CAP/ ABANDONMENT OF EXISTING STORM DRAIN

C6.7

3

PLYWOOD

6" MIN

6" MIN

6" MIN

6" MIN

12" MIN12" MIN

EXISTING PIPE

TO BE REMOVED

CONCRETE

CAP

PLAN

SECTION

ABANDON

EXISTING PIPE

IN PLACE

PLYWOOD

CONCRETE

CAP

NOTES:

1. CONCRETE TO BE MIN. 2000 PSI CONCRETE

48" SANITITE HP PIPE

SANITITE HP TRIPLE WALL

22.5° BEND

 SANITITE HP  OR N-12 PIPE

SANITITE HP TRIPLE WALL INSERTA TEE

NOT TO SCALE

STORMWATER SERVICE CONNECTION DETAILS

C6.7

4

NOTES:

1. WHERE STORM SEWER BRANCH SERVICES CONNECT TO THE CACHE CREEK TUBE, ELEVATIONS PER PLAN

OR PIPE CROWNS SHALL BE MAINTAINED AT POINT OF CONNECTION WHERE POSSIBLE.

2. SIZE OF SERVICE PIPE INDICATED ON PLANS.
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DRAIN

STORM

COVER AND COLLAR PLAN

ADJUSTMENT DETAIL

24"24"

48"

COVER PER TOWN STANDARD

24"

24"

48"

48" 
Ø

U.P.M. COLD MIX (COLLAR) SHALL

 BE INSTALLED AROUND MANHOLE AT

 FINISH GRADE AS SHOWN ON THE PLANS

12"

24" MIN.

12"

FRAME & COVER

1

2

" (TYP)

TOP OF NEW PAVEMENT

COLLAR SHALL BE U.P.M. COLD

MIX (OR APPROVED EQUAL), 2"

BELOW MH FRAME RING OR 6"

MIN THICKNESS

GRADE RINGS 12" MAX

MANHOLE CONE

OR BARREL SECTION

COMPACTED BASE &

SUBGRADE

NOT TO SCALE

STORM DRAIN MANHOLE  AND

VAULTADJUSTMENT & COLLAR DETAIL

NOTES:

1. ADJUST MANHOLE UPWARD WITH ADJUSTING RINGS UNDER FRAME. ADJUST MANHOLE DOWNWARD BY

REMOVING A PORTION OF THE MANHOLE RISER AND REBUILDING TO PROPER HEIGHT. SLOPE

MANHOLE RING AS REQUIRED TO MATCH STREET GRADE AND SLOPE. MAKE FINAL MANHOLE

ADJUSTMENT AFTER PAVING AND BEFORE SEAL COATING.

2. IF STORM DRAIN IS WITHIN UNPAVED AREA USE TAPERED COLLAR. SEE TOWN SANITARY SEWER

DETAIL SS-110.

TOJ STM-103

C6.8

2

INLET PLAN

NOT TO SCALE

STORM DRAIN INLET PROTECTION DETAILS

C6.8

3

REMOVE STORM INLET GRATE. PLACE

GRATE INSIDE INLET SILT BAG. PLACE

GRATE WITH SILT BAG ONTO INLET.

ENSURE THAT GRATE AND SILT BAG HAVE

TIGHT FIT TO INLET.

CURB FILTER

SIDEWALK

CURB AND

GUTTER

NOT TO SCALE

STORM DRAIN GRATE

6

C6.8

1

1

4

"

3

4

"

3

4

"

7"

3

4

"

4

1

2

"

7"

37"

43"

PLAN

SECTION

FRAME

23

3

4

"

35"

PLANSECTION

1

5

8

"

4"

1

2

"

1

4

"

2

3

4

"

GRATE

NOTES:

1.   INLET GRATE AND FRAME SHALL BE MODEL NO. I-3520, AS MANUFACTURED BY D&L SUPPLY OF LINDON, UTAH, OR APPROVED

SUBSTITUTE.

2.  INLET GRATE SHALL BE VANED AND REVERSIBLE FOR EITHER LEFT-TO-RIGHT OR RIGHT-TO-LEFT FLOW.

3. SUPPLY FRAME WITH FLAT PLATE, NO HOOD.

GRATE AND FRAME

DETAILS

8"

12

1

4

"

48"Ø

58"Ø

58"Ø

ISOMETRIC

PLAN

MANHOLE FLAT LID

DETAILS

1"

1/2"

SECTION

NOTES:

1. PLAQUE SHALL BE SUBSTANTIALLY AS SHOWN, AS SUPPLIED BY D&L SUPPLY OF LINDON, UTAH, OR APPROVED SUBSTITUTE.

PLAN

15"

8 1/2"

INFORMATIONAL

PLAQUE DETAILS

BLOCK OUT

35"x31"

BLOCK OUT

35"x31"

FLAT LID

LIFTING INSERT

3

4

" COIL

(3 REQ'D)

ANCHOR/SUPPORT FEET (4)

 MANHOLE COVER 

 FRAME 

NOT TO SCALE

STORM DRAIN MANHOLE FRAME & COVER

TOJ STM-104

31"

NOTES:

1. MANHOLE FRAME AND COVER SHALL BE MODEL NO. A-1055, AS MANUFACTURED BY

D&L SUPPLY OF LINDON, UTAH, MODIFIED AS SHOWN, OR APPROVED SUBSTITUTE.

2. GREY IRON CONFORMS TO ASTM A-48, CLASS 35B. MEETS H-20 WHEEL LOAD.

22 

1

2

"

6"

24 

1

8

"

7

8

"

1"

5

8

" DIAM. PICK HOLE

24"

C6.8

1

SECTION B
SECTION A

NOT TO SCALE

 2'x6' STORM INLET DETAIL

FINISHED GRADE

STREET PAVEMENT

2' x 6'-4" CATCH BASIN

WITH FLOOR

SET INLET RIM 0.05' BELOW FLOW LINE

D&L I-3520 GRATE

AND FRAME WITH

FLAT PLATE (NO

HOOD)

ROAD SURFACE AT

 CROWN OF ROAD

3'-2"

2'

1

2

"

1

2

"

C6.8

4

REBAR

STORM PIPE PER PLAN

STORM PIPE

PER PLAN

STORM PIPE PER PLAN

3'-0"

1'-6"

STREET

PAVEMENT

INFORMATIONAL PLAQUE

INSTALLED FLUSH WITH (OR

SLIGHTLY BELOW) SURFACE  OF

CONCRETE.

SEE DETAIL

(2) 64" NO. 4 REBAR AT 2" O.C. 2" FROM

TOP OF CURB TIED TO HOOKED REBAR

CURB AND GUTTER PER

TOWN OF JACKSON

STANDARDS

POUR BACK OF CURB OVER

FLAT PLATE ON INLET FRAME

A

A

2' x 6'-4" x 4' CATCH BASIN

INLET PLAN

INLET FRAME AND GRATE

READY KNOCKOUT

BOUNDARY

SEE STORM DRAIN INLET

TABLE FOR ELEVATION

CHANNEL TO 1/3

HEIGHT 12" Ø PIPE

TBD.75'

1'-6"

BB

6224.37'

10" SANITITE HP PIPE

INLET FROM

DETENTION BASIN

10" SANITITE HP PIPE

OUTLET TO CCT 2A-1

6224.27'

30" SANITITE HP PIPE

INLET FROM

DETENTION BASIN

10" SANITITE HP PIPE

OUTLET TO CCT 2A-1

6228.80'

4" WIDE CONCRETE WEIR

4" PIPE THROUGH WEIR

4" PIPE THROUGH WEIR

2' x 6'-4" CATCH BASIN

WITH FLOOR

4" HALF TROUGH

A

A

4" WIDE CONCRETE WEIR

6"

2'-6"

6"

NOT TO SCALE

 NORTH PARKING 2'x6' STORM INLET DETAIL

C6.8

5

SIZE (LxWxD)

RIM INV IN INV OUT

2'x6'-4"x4' 6229.37' N/A 6225.76' 12"

6229.56'

6229.59'

6228.80' 6224.37' 10" 6224.27' 10"

6228.98' N/A 6225.59' 10"

6228.17' 6224.59' 10" 6224.49' 10"

6228.64' N/A 6225.84' 10"

6229.97' N/A 6226.81' 24"

INLET

CCT 2A INLET 1

CCT 2A INLET 2

CCT 2A INLET 3

INLET 4 - NORTH PARKING

INLET 5 - NORTH PARKING

INLET 6 - WEST PARKING

INLET 7 - WEST PARKING

INLET 8 - SOUTH PARKING

2'x6'-4"x4'

2'x6'-4"x5'

2'x6'-4"x5'

2'x6'-4"x4'

2'x6'-4"x5'

2'x6'-4"x4'

2'x6'-4"x4'

N/A 6227.25' 12"

N/A 6225.11' 12"

STORM DRAIN INLET TABLE

SEE STORM DRAIN INLET

TABLE FOR ELEVATION

5'-11"
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NOTE:

1. SIZE BLOCKS SHALL BE A MINIMUM OF 6" THICK

2. ALL BLOCKING SHALL BEAR AGAINST UNDISTRIBUTED MATERIAL

3. DESIGN IS BASED ON 150 PSI MAIN PRESSURE AND 2000 PSF SOIL BEARING CAPACITY.

4. 4 MIL POLYETHELENE PLASTIC BOND BREAKER SHALL BE PROVIDED BETWEEN THRUST BLOCK AND WATER PIPE

MINIMUM DIMENSIONS FOR THRUST BLOCKING NOTES

FITTING

SIZE

TEES AND PLUGS 90° BENDS

45° BENDS AND

WYES

REDUCERS AND 22

1/2° BENDS 11 1/2° BENDS

A B A B A B A B A B

4" 1'-7" 1'-2" 1'-9" 1'-6" 1'-8" 0'-10" 1'-7" 0'-6" 0'-6" 0'-6"

6" 2'-0" 1'-11" 2'-5" 2'-2" 1'-10" 1'-7" 1'-9" 0'-10" 1'-0" 0'-6"

8" 2'-8" 2'-6" 3'-2" 3'-0" 2'-5" 2'-1" 1'-9" 1'-6" 1'-0" 1'-0"

10" 3'-4" 3'-3" 4'-0" 3'-10" 3'-0" 2'-9" 2'-2" 1'-11" 1'-6" 1'-0"

12" 4'-0" 3'-10" 4'-8" 4'-8" 3'-8" 3'-3" 2'-7" 2'-3" 2'-0" 1'-0"

14" 5'-5" 3'-10" 6'-6" 4'-11" 4'-9" 3'-5" 3'-5" 2'-5" 2'-0" 1'-6"

20" 5'-0" 5'-0" 6'-0" 6'-0" 5'-0" 4'-0" 3'-6" 3'-0" 3'-0" 2'-0"

24" 6'-0" 6'-0" 7'-0" 7'-0" 5'-0" 5'-0" 4'-6" 3'-0" 3'-0" 3'-0"

30" 7'-6" 7'-6" 8'-0" 8'-0" 6'-3" 6'-3" 4'-9" 4'-6" 3'-3" 3'-3"

VERTICAL BEND REDUCER WYE DEAD END

OFFSETTEEHORIZONTAL BENDVALVE

UNBALANCED CROSS PLUGGED CROSS PLUGGED CROSS PLUGGED TEE

B/3 (6" MINIMUM)

B

A

1

8

"x1

1

2

" STEEL

STRAPPING

APPROVED

BY ENGINEER

1

2

" ALLTHREAD

ROD

FINISHED

GROUND
(2) 3/4"

RODS

TRENCH

BOTTOM

NOT TO SCALE

THRUST BLOCK DETAIL

TOJ W-111

1

C7.0

WATER

WATER

NOTE

1. ADJUST WATER VALVE BOX UPWARD OR DOWNWARD AS REQUIRED. FINAL ADJUSTMENT SHALL BE MADE AFTER

PAVING AND BEFORE SEAL COATING

2. THE TOWN SHALL INSPECT THE VERTICAL ALIGNMENT BEFORE AND AFTER BACKFILLING.

3. MUD PLUGS ARE REQUIRED TO BE PLACED IN ALL VALVE BOXES

WATER VALVE COVER IN ROAD

WATER VALVE COVER IN GRAVELED

AND NON-TRAFFICED AREAS

1" MAXIMUM

1

2

" MINIMUM

ASPHALT ROAD

SURFACE

COMPACTED

ROAD BASE

COMPACTED

NATIVE BACKFILL

6" MINIMUM

COMPACTED

HOT-MIX ASPHALT

OR U.P.M COLD-MIX

4000 PSI FIBERMESH CONCRETE SLAB (COLLAR)

SHALL BE INSTALLED AROUND VALVE BOX

BELOW ASPHALT

TYLER/UNION (OR APPROVED EQUAL)

#69 SCREW TYPE ADJUSTABLE RISER

FOR 6850/60 SERIES (USES STANDARD DROP LID)

2"-4" SOLID RISER

TO ACHIEVE

FINAL GRADE

TYLER/UNION (OR

APPROVED EQUAL)

EXTENSION WHERE

NEEDED

TYLER/UNION (OR

APPROVED EQUAL)

BASE

GATE VALVE

PER PLAN

4000 PSI FIBER MESH

CONCRETE COLLAR

PROVIDE ROUNDED EDGES

ON COLLARS IN GRAVELED

AND NON-TRAFFIC AREAS

WATER MAIN

PER PLAN

CONCRETE SLAB (COLLAR)

SHALL BE INSTALLED

AROUND VALVE BOX

5"

6"

WATER VALVE BOX

THRUST BLOCK

NOT TO SCALE

WATER GATE VALVE DETAIL

TOJ W-106

2

C7.0

WATER MAIN

WATER MAIN

WATER MAIN

WATER MAIN

FLxMJ GATE VALVE

INSTALL FL REDUCER

AS REQUIRED

FL TEE WITH

THRUST BLOCK

FLxMJ GATE VALVE

FLxMJ

GATE VALVE

FL CROSS WITH

THRUST BLOCK

FLxMJ GATE VALVE

WATER LINE TEE ASSEMBLY WATER LINE CROSS ASSEMBLY

NOT TO SCALE

WATER TEE AND CROSS ASSEMBLY DETAIL

TOJ W-107

3

C7.0

NOTE

1. THE TOWN SHALL COMPLETE THE TAPPING OF THE MAIN.  NO OTHER PERSONS SHALL COMPLETE TAP WITHOUT CONSENT

OF TOWN.  ALL OTHER WATER MAIN WORK SHALL BE THE RESPONSIBILITY OF THE OWNER.

2. TRENCH WILL BE EXCAVATED TO MEET ALL WYOSHA STANDARDS PRIOR TO TAPPING.

3. EXCAVATION OF TAPPING LOCATION SHALL BE APPROVED BY TOJ WATER DEPARTMENT PRIOR TO TAPPING.

TAPPING SLEEVE

CONCRETE THRUST BLOCK

(SEE DETAIL)

UNDISTURBED EARTH

TAPPING GATE VALVE

(PROVIDED BY TOWN)

GRIP RING OR APPROVED EQUAL

UNDISTURBED BASE COURSE

UNIFORM CONCRETE BLOCKS

(NO WOOD BLOCKING SHALL BE USED)

TOWN STANDARD

VALVE BOX ASSEMBLY

EXISTING WATER MAIN

EXISTING WATER MAIN

UNDISTURBED EARTH

1.0' MINIMUM DISTANCE FOR

ALL SIZES OF SERVICE TAPS

EDGE OF TRENCH

EDGE OF TRENCH

TAPPING GATE VALVE

REQUIRED DISTANCE TO BE DETERMINED

ON A CASE BY CASE BASIS BY

TOWN WATER DEPARTMENT

NOT TO SCALE

WATER MAIN TAPPING DETAIL

TOJ W-118

PLAN

ELEVATION

C7.0

4

NOT TO SCALE

1" SERVICE DETAIL

TOJ W-102/103

12" MINIMUM

BEDDING COVER

25°

ROAD SURFACE

MINIMUM

9" RADIUS

MINIMUM

9" RADIUS

CORPORATION SADDLE

PER TOWN STANDARDS

DR9 PE

TRENCH BACKFILL PER

TOWN STANDARDS

WATER MAIN

MINNEAPOLIS STYLE

CURB STOP

12"

CURB STOP BOX PER

TOWN STANDARDS

1

1

2

" GALVANIZED IRON PIPE

THREADED AT BOTTOM TO

CONNECT TO CURB STOP.

LENGTH VARIES,

VERIFY IN FIELD; TYPICAL

WATER MAIN

WATER SERVICE

CURB STOP BOX PER

TOWN STANDARDS

12" (OR AS DIRECTED

BY TOWN ENGINEER)

PROPERTY LINE

7' MINIMUM

COVER

ELEVATION

PLAN

5

C7.0

DRILL 

1

8

" DRAIN

HOLE IN FLUSHING

PIPE

FLUSHING PIPE TO SURFACE

CAP WITH PVC CAP AFTER

TESTING IS COMPLETE
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TIE TO EXISTING 8" DUCTILE IRON MAIN

45° MJ BEND

VERTICAL BEND THRUST

BLOCK TYP.

LENGTH AS REQUIRED

10' MINIMUM

NOT TO SCALE

WATER MAIN VERTICAL DEFLECTION DETAIL
2

C7.1

INSULATE PER TOJ

W-116. SEE SHEET C3.0 DETAIL 2

1' MINIMUM

FLOWABLE FILL

NOTES:

1. WATER MAINS PASSING UNDER STORM SEWER LINES SHALL BE PROTECTED BY PROVIDING FLOWABLE FILL BETWEEN WATER

AND SEWER LINES FOR ADDITIONAL SUPPORT.

2. FLOWABLE FILL SHALL BEAR ON UNDISTURBED SOIL AND HAVE A 28 DAY COMPRESSIVE STRENGTH OF 30 PSI TO 60 PSI.

REFERENCE WYOMING PUBLIC WORKS STANDARD SPECIFICATIONS SECTION 02510.

3. EXTEND FLOW FILL UNDER STORM SEWER 9' EITHER SIDE OF WATER CROSSING.

4. ALL FIITINGS SHALL HAVE STAINLESS STEEL OR CORROSIVE RESISTANT BOLTS AND BE "POLY WRAPPED".

4" MIN.

STORM SEWER

THRUST BLOCK

1

2

" STAINLESS STEEL

ALL-THREAD

FLAG ON HYDRANT

7'

MINIMUM

24"

MINIMUM

FINISHED

GRADE

FIRE HYDRANT PER

TOWN STANDARDS

(SEE NOTE 4)

2"

24" OR 36"

AS REQUIRED

BY TOWN

16"

MINIMUM

18"

MINIMUM

BOND BREAKER

SEE THRUST

BLOCK DETAIL

WASHED GRAVEL OR 2" WASHED ROCK TO PERMIT

FREE DRAINAGE (PLASTIC OR SILT BARRIER SHALL

BE PLACED OVER MATERIAL TO PREVENT SILT MIGRATION)

CONCRETE SLAB

2'x2'x8" THICK

MECHANICAL JOINT

WITH GRIP RINGS

THRUST BLOCK

1

2

" STAINLESS STEEL

ALL-THREAD

MJxMJxFL TEE

FLANGE JOINT

6" DIAMETER

RESILIENT

SEATED GATE

VALVE FLxMJ

ADJUST VALVE BOX

PER TOWN STANDARD

DETAIL W-106

FINISHED GROUND

3" ASPHALT MINIMUM

APPROVED TRAFFIC FLANGE

PUMPER NOZZLE (FRONT SIDE OF HYDRANT)

NOTE

1. HYDRANT DRAIN HOLE NOT PERMITTED IF BELOW WATER TABLE

2. HYDRANT LOCATION TO BE APPROVED BY THE TOWN PRIOR TO INSTALLATION

3. THERE ARE NO ABOVE GROUND OBSTRUCTIONS ALLOWED IN THE AREAS SHOWN IN THE HYDRANT CLEARANCE DIAGRAM

UNLESS APPROVED BY THE TOWN.

4. FIRE HYDRANTS SHALL BE WATEROUS PACER OR CLOW MOUNTAIN MEDALLION.

KEEP DRAIN HOLE CLEAN

(SEE NOTE 1)

TOWN STANDARD

VALVE BOX

10'

7'

4'

7'

FRONT-10 FEET OF CLEARANCE

SIDES-7 FEET OF CLEARANCE

REAR-4 FEET OF CLEARANCE

ABOVE-20 FEET OF CLEARANCE

HYDRANT CLEARANCE DIAGRAMHYDRANT SECTION

NOT TO SCALE

FIRE HYDRANT ASSEMBLY DETAIL

TOJ W-101

1

C7.1

WATER/SEWER CROSSING NOTES:

NORMAL CONDITIONS - WATER MAINS CROSSING SANITARY SEWER MAINS, OR STORM SEWERS SHALL BE LAID ABOVE TO PROVIDE A VERTICAL

SEPARATION OF AT LEAST EIGHTEEN (18) INCHES WHENEVER POSSIBLE.  THE DISTANCE SHALL BE MEASURED FROM THE TOP OF THE SEWER PIPE TO

THE BOTTOM OF THE WATER PIPE.

UNUSUAL CONDITIONS - WHEN LOCAL CONDITIONS PREVENT A VERTICAL SEPARATION OF AT LEAST EIGHTEEN (18) INCHES AS NOTED ABOVE, THE

FOLLOWING CONSTRUCTION SHALL BE USED:

NOTES:

1. THE SANITARY SEWER OR STORM SEWER JOINTS SHALL BE CONSTRUCTED OF MATERIALS AND WITH JOINTS THAT ARE EQUIVALENT TO WATER MAIN

STANDARDS OF CONSTRUCTION (SDR 26 OR C-900) AND SHALL BE TESTED FOR WATER TIGHTNESS BY SEWER LINE METHODS; OR

2. THE SANITARY SEWER, STORM SEWER OR WATER MAIN SHALL BE PLACED IN A SEPARATE CASING PIPE EXTENDING A MINIMUM OF NINE (9) FEET

EACH SIDE OF THE CROSSING; OR

3. THE SANITARY SEWER SHALL BE ENCASED IN FLOWABLE FILL A MINIMUM OF NINE (9) FEET EACH SIDE OF CROSSING.

4. WATER MAINS PASSING UNDER SEWER LINES SHALL IN ADDITION TO THE ABOVE REQUIREMENTS, BE PROTECTED BY PROVIDING FLOWABLE FILL

BETWEEN WATER AND SEWER LINES FOR ADDITIONAL SUPPORT.

5. FLOWABLE FILL SHALL BEAR ON UNDISTURBED SOIL AND HAVE A 28 DAY COMPRESSIVE STRENGTH OF 30 PSI TO 60 PSI. REFERENCE WYOMING

PUBLIC WORKS STANDARD SPECIFICATIONS SECTION 02510.

NOT TO SCALE

WATER / STORM CROSSING DETAIL
3

C7.1

NATIVE BACKFILL

FLOWABLE FILL

STORM DRAIN

WATER PIPE

PIPE BEDDING

4" MIN

18" MIN

4" MIN

9' MIN
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S

E

W

E

R

SECTION A-A

S

L
O

P

E

1

1

16

"

24"

CHANNEL DEPTH

TO CROWN OF PIPE

VARIABLE

VARIABLE

48" MAXIMUM

48" MAXIMUM

FOR CONE SECTIONS

12" MAXIMUM

GRADE RING

16" (TYP.)

NON-CORROSIVE

STEPS OFFSET

90° FROM MAIN

LINE FLOW

48" UNLESS

OTHERWISE

SPECIFIED

A

A

GROUT INSIDE OF BOOTS WITH

NON-SHRINK GROUT TO MATCH INVERT

OF PIPE TO INVERT OF MANHOLE

6" MINIMUM

RUBBER BOOT WATER TIGHT SEAL

(PER SPECIFICATIONS)

CHANNEL DEPTH

TO PIPE CROWN

VARIABLE HEIGHT MONOLITHIC

BOTTOM AND BASE SECTION

BITUMINUS MASTIC MANHOLE

JOINTS PER SPECIFICATIONS.

SEAL ALL BARREL JOINTS AND

PICK HOLES ON INSIDE AND

OUTSIDE OF MANHOLE WITH

NON-SHRINK GROUT PRIOR TO

BACKFILL. USE JOINT WRAP ON

ALL BARREL AND CONE JOINTS

WHERE GROUNDWATER IS

EXPECTED.

SEAL GRADE RINGS WATERTIGHT

ON OUTSIDE WITH "WATERPLUG

OR "THORITE"

SEE MANHOLE COVER ADJUSTMENT

DETAIL SMOOTH CONCRETE

COLLARS AROUND MANHOLE RING

WHEN MANHOLE IS LOCATED IN

GRAVEL AND NON-TRAFFIC AREAS

(SEE ADJUSTMENT DETAIL FOR

TRAFFIC AREAS)

NOT TO SCALE

STANDARD MANHOLE DETAIL

TOJ SS-101

NOTE

1. DROP ACROSS INVERT SHALL BE 0.10'. UNLESS OTHERWISE NOTED. INVERT DROPS OF LESS THAN 0.10' AND FLAT GRADE

SEWER CONSTRUCTION SHALL GET 2 COATS (RED THEN GRAY) SITKGUARD 62 EPOXY.

2. PRECAST CONCRETE MANHOLE BASES SHALL HAVE A MINIMUM THICKNESS OF 6".

3. MANHOLE BASES SHALL BE REINFORCED TO WITHSTAND THE DEAD LOAD OF THE MANHOLE STRUCTURE AND HS-20 AASHTO

LIVE LOAD.

4. REINFORCEMENT FOR PRECAST SECTIONS SHALL BE AS PER ASTM C-478.

5. C.I. RING AND COVER HS-20-44 ONE VENT HOLE OR AS SHOWN ON PLAN SHEET.

6. MOUND CRUSHED GRAVEL BASE AROUND TOP OF MANHOLE AT ROAD SURFACING LOCATIONS.

7. ALL MANHOLE BASES, BARRELS, AND CONES SHALL BE VACUUM TESTED.

8. FORM CHANNEL DROP LESS 0.10' IN FIRST 2' OF MANHOLE AFTER INVERT IN.

1

C8.0

NOT TO SCALE

STANDARD MANHOLE STEPS DETAIL

TOJ SS-106

NOTES:

1. PLACE INTO WET CONCRETE WALL DURING MANUFACTURE OR MORTAR INTO HOLES AFTER CONCRETE HAS SET.

2. PLASTIC COATED STEPS PER THIS STANDARD DRAWING OR AS APPROVED BY THE ENGINEER.

3

8

"

4

3

8

"

5"

5

16

"

5

8

"
6"

1

2

"

3

4

"

1

2

"

1

8

"

1

8

"

5

16

"

5

8

"

1

8

"

1

8

"

3

8

"

1

2

"

3

1

2

"

POLYPROPYLENE PLASTIC

AROUND NO. 4 DEFORMED

STEEL ROD

SIDE

SECTION A-A

STEP IN MANHOLE WALL

FRONT

TOP

2

C8.0

SHEET NUMBER

TITLE
Job Number

ISSUE CHART

CONSULTANTS

KEYPLAN

PROJECT

CIVIL & STRUCTURAL

MECHANCIAL & PLUMBING

LANDSCAPE ARCHITECT

OWNER

ELECTRICAL

INNOVATIVE ELECTRICAL SYSTEMS
8093 W. ILIFF LN., LAKEWOOD, CO 80227

JORGENSEN
1315 HWY 89 S, SUITE 201, JACKSON, WY 83002

BALLARD GROUP
2525 S WADSWORTH BLVD STE 200,

LAKEWOOD, CO 80227

INSIDE OUT
5263 TORRENCE RD., WILSON, WY 83014

ASSOCIATE ARCHITECT

HOYT ARCHITECTS
1110 MAPLE WAY, JACKSON, WY 83002

AQUATICS

AQUATIC DESIGN GROUP
2226 FARADAY AVE., CARLSBAD, CA 92008

TETON COUNTY/JACKSON
PARKS &  RECREATION

155 E. GILL AVE, JACKSON, WY 83001
OWNER'S REPRESENTATIVE

WEMBER
7525 S. JASMINE CT., CENTENNIAL, CO 80112

CONTRACTOR

GE JOHNSON
1110 MAPLE WAY, STE E, JACKSON, WY 83001

C8.0

SANITARY SEWER
DETAILS

222011

JACKSON RECREATION
CENTER

IMPROVEMENTS

© 2020 Perkins and Will

155 E. GILL AVE
JACKSON, WY 83001

155 E. GILL AVE
JACKSON, WY 83001

TETON
COUNTY/JACKSON

PARKS &  RECREATION

475 Lincoln Street, Suite100
Denver, CO 80203

t 303.308.0200
f 303.308.0222

perkinswill.com

MARK ISSUE DATE

PROGRESS SET 2022-02-11

JA PROJECT 15063



5' MINIMUM

12"

~
~

NEW CONCRETE PATCH

6" MIN. MATCH EXISTING

ASPHALT THICKNESS, OR AS NOTED ON PLANS

TACK COAT EDGES

SEAL COAT ON

JOINT AND COVER

WITH SAND

EXISTING ASPHALT

SURFACE COURSE

NEW HOT MIX ASPHALT COMPACTED

TO 95% OF MARSHALL DENSITY

EXISTING

BASE COURSE

FIRM EXCAVATION LINE

9" MIN. CRUSHED GRAVEL

TRENCH FILL COMPACTED TO

95% OF MODIFIED PROCTOR DENSITY

PIN OR DOWEL

WITH NO. 4 REBAR

EPOXY COATED

EXISTING CONCRETE

SURFACE COURSE

 EXISTING

BASE COURSE

NOT TO SCALE

NOTES:

1. REPLACEMENT ASPHALT SHALL BE 1" THICKER THAN EXISTING WITH A MINIMUM THICKNESS OF 3".

2. ASPHALT SHALL BE PLACED IN TWO (2) LIFTS, EACH NO LESS THEN 1

1

2

" IN THICKNESS, AND COMPACTED TO 95% OF

MARSHALL DENSITY.

3. BITUMINOUS MATERIAL SHALL MEET THE APPLICABLE REQUIREMENTS OF SECTION 02545 BITUMINOUS MATERIAL OF

WYOMING PUBLIC WORKS STANDARDS AND SPECIFICATIONS.

4. PORTLAND CEMENT CONCRETE PAVEMENT SHALL MEET APPLICABLE REQUIREMENTS OF SECTION 02520, 02776 AND 03304

AS DIRECTED BY TOWN OF JACKSON PUBLIC WORKS DEPARTMENT.

5. PROVIDE 3' ASPHALT PATCH ADJACENT TO ANY CONCRETE CURB OR VALLEY GUTTER REMOVAL

CONCRETE AND ASPHALT PATCH DETAIL

TOJ ST-118

12" MIN.

3" MIN. OR AS NOTED ON THE PLANS

2'

15"

MINIMUM, OR

AS NOTED ON

THE PLANS

9" MINIMUM CRUSHED GRAVEL

CONCRETE PATCH REPAIR DETAIL

ASPHALT PATCH REPAIR DETAIL

1

C9.0

PER TYPICAL TRENCH DETAIL

PANEL LENGTH BETWEEN

CONTROL JOINTS (5'-0"

MAXIMUM)

THICKNESS (4" MINIMUM, 6"

MINIMUM WHERE

DRIVEWAY/CURB CUTS

ALLOW FOR VEHICULAR

TRAFFIC OVER THE

SIDEWALK)

1. SIDEWALK SHALL CONFORM TO ALL APPLICABLE ADA STANDARD REQUIREMENTS SIDEWALKS SHALL CONFORM TO

WPWSS SECTION 02776, EXCEPT THAT PORTLAND CEMENT CONCRETE SHALL BE FIBERMESH-REINFORCED CLASS

4000 CONCRETE CONFORMING WITH WPWSS SECTION 03304.

2. EXPANSION JOINTS SHALL BE PLACED IN SIDEWALK AT THE SAME LOCATIONS AS THOSE IN CURB AND GUTTER

WHEN SIDEWALK IS ADJACENT TO CURB. (PER WPWSS SECTION 03251, PART 3.04 SPACING SHALL NOT EXCEED 32'-0"

ON CENTER.)

3. FOR SIDEWALKS GREATER THAN SIX FEET IN WIDTH, A LONGITUDINAL CONTROL JOINT SHALL BE INSTALLED AT THE

CENTER OF THE WALK.

4. REMOVAL AND REPLACEMENT OF SIDEWALK SHALL TAKE PLACE IN FULL PANELS.

5. AGGREGATE BASE COURSE SHALL BE SIX INCH MINIMUM THICKNESS, CONFORM TO

  WPWSS SECTION 02190, GRADING H OR W, AND BE INSTALLED PER WPWSS SECTION

  02231.

SEE PLANS

NOTES:

NOT TO SCALE

SIDEWALK DETAIL

2

C9.0

TOJ ST-127

NOTES:

1. CURBS SHALL CONFORM TO WPWSS SECTION 02528, EXCEPT THAT PORTLAND CEMENT CONCRETE SHALL BE CLASS 4000

CONCRETE CONFORMING WITH WPWSS SECTION 03304.

2. AGGREGATE BASE COURSE SHALL BE SIX INCH MINIMUM THICKNESS, CONFORM TO WPWSS SECTION 02190, GRADING H OR

W, AND BE INSTALLED PER WPWSS SECTION 02231.

3. REMOVAL AND REPLACEMENT OF CURB SHALL TAKE PLACE IN FULL PANELS.

4. VERTICAL CURB SHALL BE USED IN PREFERENCE TO ROLL CURB.

5"

6"

6"

1"

12"

2" RADIUS

3

4

"

SLOPE 

1

4

" PER FOOT

CURB CUT

6" MINIMUM AGGREGATE

BASE COURSE

24"

6"

3

4

"

SLOPE 

1

4

" PER FOOT

6" MINIMUM AGGREGATE

BASE COURSE

12"

RIBBON CURB

24" VERTICAL CURB

NOT TO SCALE

CURB SECTION DETAIL

TOJ ST-110

2% (MAXIMUM)

CROSS-SLOPE FROM

BACK OF WALK TO FRONT

PREDOMINANT DIRECTION OF PEDESTRIAN

TRAVEL (ALONG THE LENGTH OF THE ADJACENT

STREET) MAXIMUM LONGITUDINAL GRADE NOT TO

EXCEED 8%.

EXPANSION JOINT (SEE

NOTE 2)

WEAKENED PLANE

CONTRACTION JOINT

(TYP)

3

C9.0

5"

8"

6"

1"

12"

2" RADIUS

SLOPE 

1

4

" PER FOOT

CURB CUT

8" MINIMUM AGGREGATE

BASE COURSE

18"

18" VERTICAL LIP CURB

SAWED OR PREMOLDED STRIP LONGITUDINAL OR

TRANSVERSE JOINT

CONTRACTION JOINT

(SEE NOTE 3)

EXPANSION JOINT

(SEE NOTE 2)

LONGITUDINAL AND TRANSVERSE CONSTRUCTION

JOINT

(SEE NOTE 1)

1

4

"

1"

6"
1 

1

2

"

3

4

"

1

2

"

D

1

4

"  MAX TEMPLATE

1

3

 D

1

8

" TO 

1

4

"

D

FILL WITH

JOINT SEALER

GROOVE JOINT

PREMOLD STRIP

FLUSH WITH SURFACE

NOTES:

1. KEYWAY FORMED BY FASTENING METAL KEY TO FORM.

2.

1

2

" PREMOLDED NON-EXTRUDING EXPANSION JOINT MATERIAL TO MEET AASHTO M-59.

EXPANSION MATERIAL SHALL BE INSTALLED WHEN ABUTTING EXISTING CONCRETE OR

FIXED STRUCTURES SUCH AS INLETS AND DRIVEWAYS, AND EVER 300' ON LONG

STRAIGHT CONCRETE STRETCHES.

3. FORM WITH TEMPLATE OR SAWCUT JOINTS. IF SAWCUT JOINTS ARE USED, THEY SHALL

BEGIN AS SOON AS CONCRETE IS HARDENED SUFFICIENTLY TO PERMIT SAWING

WITHOUT EXCESSIVE RAVELING AND BEFORE UNCONTROLLED CRACKING OCCURS.

MINIMUM DISTANCE BETWEEN JOINTS IS 5'.

4. JOINT LAYOUT FOR CONCRETE STREETS IS TO BE SUBMITTED TO THE TOWN ENGINEER

FOR APPROVAL.

NOT TO SCALE

PAVING AND CONCRETE JOINTS

4

C9.0

NOTES:

1.  ALL REGULATORY SIGNS SHALL BE DIAMOND GRADE .060" ALUMINUM.

2.  SIZES SHALL MEET THE MIN REQUIREMENTS OF WYDOT AND MUTCD.

3.  ALL OTHER SIGN FACE MATERIAL SHALL BE MIN. H.I.P. (HIGH INTENSITY PRIZMATIC) GRADE

TYPES (REFLECTIVE)

4.  POST SIZES & MATERIALS: POST-2" SQUARE PERFORATED STEEL POST POWDERCOATED

BROWN.. ANCHOR POST-2 

1

4

" SQUARE SOLID STEEL ANCHOR POST. POSTS SHALL BE MIN. 12'

IN HEIGHT AND SHALL BE TRIMMED OF EXCESS AFTER SIGN PLACEMENT.

5.  HARDWARE-BOLTS & NUTS

6.  STREET NAME SIGNS SHALL HAVE 6" WHITE LETTERING ON GREEN H.I.P. SHEETING, BE

DOUBLE BLADED, AND BE NO LESS THAN 1" ABOVE STOP SIGNS AND/OR YIELD SIGNS.

7.  MINIMUM EMBEDMENT OF ANCHOR POST SHALL BE 18" FROM GROUND LEVEL.

8.  ALL SIGNS SHALL BE INSTALLED SUCH THAT THE FACE IS PERPENDICULAR TO THE DRIVE

LANE.

ALL REGULATORY

SIGNS 90° ANGLE TO

STREET

1" MIN.

STREET NAME

6" STANDARD

LETTER HEIGHT

JACKSON ST.

STEEL POST

BOLTED INTO

ANCHOR POST

7' MIN.

18" MIN.

BOLT AND

NUT

18" MIN.

2.0" MIN. ANCHOR BOLT IN

CONCRETE

STREET

CURB

(CONCRETE DEPTH)

12" MIN.

SONOTUBE

CONTIGUOUS SIDEWALK

 PREFERRED PLACEMENT 

 PARKWAY PLACEMENT 

 ALTERNATIVE PLACEMENT 

CONTIGUOUS SIDEWALK

REGULATORY SIGN (TYP.)

STEEL POST BOLTED INTO

ANCHOR POST.

(PER TOWN STANDARDS)

18" FROM BACK OF CURB TO

CENTERLINE OF SUPPORT FOR

STOP SIGNS.

REGULATORY SIGN

(TYP.)

18" FROM BACK OF

SIDEWALK TO CENTERLINE

OF SUPPORT

REGULATORY SIGN

(TYP.)

18" FROM BACK OF

CURB TO CENTERLINE

OF SUPPORT

7' MIN.

VERTICAL

CLEARANCE

7' MIN.

VERTICAL

CLEARANCE

NOTES:

1. HORIZONTAL CLEARANCES AROUND SIGNAGE SHALL CONFORM TO TOWN

STANDARDS.

2. SIGNS SHALL BE INSTALLED SUCH THAT THE FACE IS PERPENDICULAR TO THE

DRIVE LANE.

7' MIN. VERTICAL

CLEARANCE

NOT TO SCALE

STREET SIGN DETAIL

5

C9.0

NOT TO SCALE

SIGN PLACEMENT DETAIL

6

C9.0

TOJ ST-123 TOJ ST-105TOJ ST-104

18" TYP.

6" TYP.

NOTES:

1. USE MOLDED PLASTIC EDGE RESTRAINT. SPIKE WITH 12" STAINLESS STEEL NAILS AT 2'

INTERVALS FOR DRIVES. DECREASE INTERVAL AS NEEDED TO HOLD DESIRED LINE.

2. CONCRETE EDGE TREATMENTS INCLUDE CURB AND GUTTER, GUTTER PAN AND CONCRETE

BANDS.  CONCRETE SHALL BE REINFORCED WITH FIBROUS CONCRETE REINFORCING AT THE

RATE OF 1.5 LB/CY.

3. PAVERS, ASPHALT OR OTHER HARD PAVING SURFACES SHALL BE FLUSH WITH THE TOP OF

CONCRETE EDGES.  PLATING AND GRASS AREAS SHALL BE 1" BELOW TOP OF CONCRETE

EDGES.

4. BASE AND SUBGRADE COMPACTION TO BE 95% OPTIMUM DENSITY.

5. UNIT PAVERS AND EDGE TREATMENTS SHALL BE APPROVED BY THE TOWN'S PUBLIC WORKS

DEPARTMENT PRIOR TO INSTALLATION.

6. REMOVE AND SALVAGE PAVERS DURING DEMOLITION FOR REUSE IN ORDER TO MATCH

COLOR AND PATTERN OF EXISTING PAVERS.

JOINT WIDTH 

1

8

" MAX.STANDARD TOJ RED

BRICK PAVER

2" SAND SETTING COURSE

6" CLASS 6 ROADBASE 955

OPTIMUM DENSITY

SUBGRADE COMPACTED

TO 95% OPTIMUM DENSITY

MATCH EXISTING

PATTERN

NOT TO SCALE

SIDEWALK PAVER DETAILS

7
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PARKING

ONLY

NOT TO SCALE

ACCESSIBLE PARKING SIGN DETAIL

1"

3

8

"x3

1

2

" CHROME

CARRIAGE BOLT

(TYPICAL)

9 GAUGE SHEET

METAL SIGN

(SECONDARY SIGN

WHERE APPLICABLE)

2

1

2

" DIAMETER

SCHEDULE 80

ROUND STEEL POST

5.0'

12" DIAMETER

CONCRETE FOOTING

2.0'

3.0'

SLOPE TOP OF FOOTING

VAN

ACCESSIBLE

SIDEWALK OVER

TOP OF FOOTING

2.0'

3.0'

EXTEND SLEEVE TO

TOP OF SIDEWALK

3" DIAMETER

SCHEDULE 80

ROUND STEEL

POST SLEEVE

3

8

"WASHER AND NUT

(TYPICAL)

SIGN BASE IN SIDEWALKSIGN BASESIGN GRAPHICS

18"

12"

6"

12"

ACCESSIBLE PARKING SPOT

VAN ACCESSIBLE PARKING SPOT

(WHERE APPLICABLE)

5

C9.1

BACK OF SIGN

NOT TO SCALE

CROSSWALK AND PAINT STRIPING DETAIL

NOTE

1. TO REDUCE WEAR, SPACE CROSSWALK LINES TO AVOID VEHICLE WHEEL PATHS. GENERALLY LOCATE

CROSSWALK LINES AT THE EDGE AND CENTER OF LANES.

2. PAVEMENT MARKING PAINT SHALL BE ALKYD BASED READY MIXED COLD APPLIED TRAFFIC MARKING

PAIN COMPLYING WITH AASHTO M-248 TYPE S APPLIED AT 15 mil MINIMUM WET THICKNESS. TYPE N MAY

BE USED IF ENVIRONMENTAL CONDITIONS WARRANT THE CHANGE AND WITH THE APPROVAL OF THE

ENGINEER. MARKING SHALL BE REFLECTORIZED WITH REFLECTIVE SPHERES APPLIED AT 6 L BS/GAL.

3. PAVEMENT SURFACE SHALL BE 40 F AND RISING AND NO MOISTURE IN ANY FORM SHALL BE PRESENT

ON THE PAVEMENT SURFACE.

4. LINE WIDTH SHALL BE AS FOLLOWS UNLESS OTHERWISE SHOWN ON THE PLANS.

LANE STRIPING: 4" (DOUBLE LINES 2x4")

TURN LANES: 6" THICKNESS

STOP BARS: 12" THICKNESS

CROSSWALK BARS: 18" THICKNESS

18"

WIDTH

PER PLAN

1

2

 LANE WIDTH

(5' MAXIMUM)

4

C9.1

NOT TO SCALE

ACCESSIBLE PARKING STALL DETAIL

8.0' 8.0' 9.0'5.0'

20.0'

2.0'

1.0'

4"

45°

TYPICAL

PARKING

STALL

8.0' 8.0' 9.0'8.0'

2.0' TO ACCESSIBLE

PARKING SIGN

20.0'

2.0'

1.0'

4"

45°

TYPICAL

PARKING

STALL

ACCESSIBLE VAN PARKING

2.0' TO ACCESSIBLE

PARKING SIGN

ACCESSIBLE SIDEWALK RAMP

(WHERE OCCURS)

CURB (WHERE OCCURS)

CURB (WHERE OCCURS)

ACCESSIBLE SIDEWALK RAMP

(WHERE OCCURS)

ACCESSIBLE PARKING SPOT

MARKING PER DETAIL (TYPICAL)

ACCESSIBLE PARKING SPOT

MARKING PER DETAIL (TYPICAL)

NOTE

1. PAVEMENT MARKINGS TO BE TYPE B, SOLID WHITE UNLESS OTHERWISE SPECIFIED.

2. PARKING DIMENSIONS PROVIDED ARE MINIMUM. SEE PLAN SHEETS TO FOR SITE SPECIFIC DIMENSIONS.

TYPICAL ACCESSIBLE PARKING

6

C9.1

MIRAFI 140N FABRIC

LAP 12" (TYPICAL)

ONE LAYER MINIMUM

AASHTO NO. 57 STONE 12" THICK

COMPACTED SELECT BACKFILL

APPROXIMATE EXCAVATION LINE

NATIVE SOIL

4" DIAMETER PERFORATED PVC OR ADS IN FILTER FABRIC

SLOPE TO DRAIN AND DAYLIGHT THROUGH WALL

MAXIMUM EVERY 40' AND AT LOW POINT

MINIMUM 6" THICK GRADING W AGGREGATE BASE

LEVELING PAD

COMPACTED

SOIL

CAP UNIT

ADHERE TO TOP BLOCK

WITH CONCRETE ADHESIVE

3/4 " SETBACK PER COURSE

FILL BLOCK CORES WITH

COMPACTED NO. 57 STONE

EMBED WALL MINIMUM 1'-4"

(TWO BLOCKS)

MAX 3:1 SLOPE

KEYSTONE COMPAC MODULAR

CONCRETE FACING UNITS

NOTE:

1. BACKFILL TO BE COMPACTED TO 95%OF MAXIMUM STANDARD COMPACTION (ASTM D698)

2. TOP OF WALL ELEVATIONS SHALL BE AT OR BELOW TBC ELEVATION AND STEP WITH TBC.

3. PROVIDE FINISHING UNITS ON EACH END OF WALL.

NOT TO SCALE

KEYSTONE BLOCK WALL DETAIL

2
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ACCESS DRIVEWAY OR ALLEYWAY

SEE NOTE 1

1

2

" PREFORMED EXPANSION

JOINT FILLER AND SEALANT, TYP

S

I

D

E

W

A

L

K

 

O

R

P

A

T

H

W

A

Y

 

W

I

D

T

H

CURB & GUTTER

NOT TO SCALE

PARALLEL CURB RAMP WITH DETACHED SIDEWALK - MERCILL AVE CONNECTION
1
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5
' 
F

L
A

R
E

A
P

P
R
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C
H

 W
ID

T
H

 V
A

R
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S
, 
S

E
E

 P
L
A

N
S

5
' 
F

L
A

R
E

LANDING

GUTTER

2

1

PARALLEL CURB RAMP

LIP DETAIL

NOTES:

1. RAMP SLOPE SHALL NOT EXCEED 12:1.

2. CROSS SLOPE ON ALL SIDEWALKS AND LANDINGS AT 2% TO PAVEMENT

3. LIP DETAIL:  CURB RAMPS WILL REQUIRE THE FOLLOWING LIP DETAIL TO REDUCE THE AMOUNT OF NUISANCE

DRAINAGE IN THE LANDING AREA.

4. ALL JOINTS SHALL BE TOOLED, UNLESS OTHERWISE APPROVED BY ENGINEER OR OWNER.

5. DRIVEWAYS AND ALLEYWAY APPROACHES: SHADED AREAS ARE LIMITS FOR 6" CONCRETE APPROACH.  THE FLARES

AND/OR RAMPS SHALL BE MIN. 6" CONCRETE.
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2% MAX.

RAMP SLOPE

(8% MAX)

3/4"
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P
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S

L

O

P

E

 

1

0

%

 

M

A

X

.

TRUNCATED

DOME PER

TOJ

STANDARDS

CURB & GUTTER

NOT TO SCALE

ADA RAMP DETAIL
3
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2
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M

A
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HOYT ARCHITECTS
1110 MAPLE WAY, JACKSON, WY 83002

AQUATICS

AQUATIC DESIGN GROUP
2226 FARADAY AVE., CARLSBAD, CA 92008

TETON COUNTY/JACKSON
PARKS &  RECREATION

155 E. GILL AVE, JACKSON, WY 83001
OWNER'S REPRESENTATIVE

WEMBER
7525 S. JASMINE CT., CENTENNIAL, CO 80112

CONTRACTOR

GE JOHNSON
1110 MAPLE WAY, STE E, JACKSON, WY 83001
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SITE DETAILS
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NOTES:

1. RAMP SLOPE SHALL NOT EXCEED 12:1.

2. CROSS SLOPE ON ALL SIDEWALKS AND LANDINGS AT 2% TO PAVEMENT

3. ALL JOINTS SHALL BE TOOLED, UNLESS OTHERWISE APPROVED BY ENGINEER OR OWNER.
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10.5' TRAVEL WAY 10.5' TRAVEL WAY

TOP OF SUBGRADE

24" CURB AND

GUTTER PER

TOJ

STANDARDS

℄

NOT TO SCALE

NORTH KING ST. EXTENSION ASPHALT ROAD

NOTES:

1. CLEAR VEGETATION AND STRIP TOPSOIL TO SUBGRADE.

2. PROOF ROLL THE NATIVE MATERIAL BELOW SUBGRADE IN THE PRESENCE OF THE ENGINEER PRIOR TO

ASSEMBLING ROAD SECTION.

3. SCARIFY SUBGRADE MIN. 8" AND RECOMPACT, PROOF ROLL SUBGRADE IN THE PRESENCE OF THE ENGINEER

PRIOR TO INSTALLING SUBBASE.

4. INSTALL GEOTEXTILE FABRIC PER MANUFACTURERS RECOMMENDATIONS. USE 12" MINIMUM OVERLAP AT

SEAMS.

%

WITH CURB AND GUTTER

2

     6" OF 

3

4

" MINUS CRUSHED

GRAVEL SURFACE GRADING W

      12" PIT RUN BASE

4" PLANT MIX BITUMINOUS PAVEMENT

1

2

" 50 BLOW PG 58-28

INSTALLED IN TWO LIFTS

2%

1

C9.2

MIRIFI 380i GEOTEXTILE

FABRIC OR APPROVED

EQUAL

6" CRUSHED GRAVEL (GRADING H)

5' GRASS BUFFER

OR BRICK PAVERS PER PLAN

10' ASPHALT PATHWAY 6' CONCRETE SIDEWALK

1.6%

1.6%

1.6%

10.5' TRAVEL WAY 10.5' TRAVEL WAY

TOP OF SUBGRADE

24" CURB AND

GUTTER PER

TOJ

STANDARDS

℄

NOT TO SCALE

NORTH KING ST. EXTENSION ASPHALT ROAD WITH BUS PULLOUT - STA 1+35 TO STA 2+32

NOTES:

1. CLEAR VEGETATION AND STRIP TOPSOIL TO SUBGRADE.

2. PROOF ROLL THE NATIVE MATERIAL BELOW SUBGRADE IN THE PRESENCE OF THE ENGINEER PRIOR TO

ASSEMBLING ROAD SECTION.

3. SCARIFY SUBGRADE MIN. 8" AND RECOMPACT, PROOF ROLL SUBGRADE IN THE PRESENCE OF THE ENGINEER

PRIOR TO INSTALLING SUBBASE.

4. INSTALL GEOTEXTILE FABRIC PER MANUFACTURERS RECOMMENDATIONS. USE 12" MINIMUM OVERLAP AT SEAMS.

%

WITH CURB AND GUTTER

2

     6" OF 

3

4

" MINUS CRUSHED

GRAVEL SURFACE GRADING W

      12" PIT RUN BASE

4" PLANT MIX BITUMINOUS PAVEMENT

1

2

" 50 BLOW PG 58-28

INSTALLED IN TWO LIFTS

1.2%

2

C9.2

MIRIFI 380i GEOTEXTILE

FABRIC OR APPROVED

EQUAL

5' GRASS BUFFER10' ASPHALT PATHWAY 10' CONCRETE SIDEWALK

1.6%

1.6%

11' BUS PULLOUT

STANDARD TOJ

CONCRETE

SIDEWALK SEE

DETAIL 2/C9.0

STANDARD TOJ

CONCRETE

SIDEWALK SEE

DETAIL 2/C9.0

INSTALL GEOTEXTILE AS

REQUIRED FOR STABILITY

WHEN DIRECTED BY THE

ENGINEER

24" CURB AND

GUTTER PER

TOJ

STANDARDS

℄

NOT TO SCALE

SOUTH PARKING LOT

NOTES:

1. CLEAR VEGETATION AND STRIP TOPSOIL TO SUBGRADE.

2. PROOF ROLL THE NATIVE MATERIAL BELOW SUBGRADE IN THE PRESENCE OF THE ENGINEER PRIOR TO

ASSEMBLING ROAD SECTION.

3. SCARIFY SUBGRADE MIN. 8" AND RECOMPACT, PROOF ROLL SUBGRADE IN THE PRESENCE OF THE ENGINEER PRIOR

TO INSTALLING SUBBASE.

4. INSTALL GEOTEXTILE FABRIC PER MANUFACTURERS RECOMMENDATIONS. USE 12" MINIMUM OVERLAP AT SEAMS.

%

WITH CURB AND GUTTER

2

     6" OF 

3

4

" MINUS CRUSHED

GRAVEL SURFACE GRADING W

      12" PIT RUN BASE

3" PLANT MIX BITUMINOUS PAVEMENT

1

2

" 50 BLOW PG 58-28

INSTALLED IN TWO LIFTS

3

C9.2

LAWN

GILL ST. ASPHALT BIKE

PATH (NOT IN

CONTRACT)

6' CONCRETE SIDEWALK

STANDARD TOJ

CONCRETE

SIDEWALK SEE

DETAIL 2/C9.0

1.6%

24" CURB AND

GUTTER PER

TOJ

STANDARDS

PARKING LOT WIDTH PER PLAN

24" CURB AND

GUTTER PER

TOJ

STANDARDS

24" CURB AND

GUTTER PER

TOJ

STANDARDS

2" HOT MIX ASPHALT

PREPARED SUBGRADE.

SCARIFY AND RECOMPACE

MIN 8"

NATIVE MATERIAL

NATIVE MATERIAL

6" CRUSHED GRAVEL (GRADING H)

1.6%

INSTALL GEOTEXTILE AS

REQUIRED FOR STABILITY

WHEN DIRECTED BY THE

ENGINEER

PREPARED SUBGRADE.

SCARIFY AND RECOMPACE

MIN 8"

2" HOT MIX ASPHALT
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FULL HEIGHT CURB AND GUTTER

CURB AND GUTTER

TAPER TO MATCH RAMP

NOT TO SCALE

RAISED PEDESTRIAN CROSSING DETAIL
1

C9.3

NOTES:

1. RAISED CROSSING CONCRETE SHALL BE 4000 PSI CONCRETE WITH W5 6X6 WWF AT LOCATED 1/3 TO 1/2 UP IN THE SLAB.

2. SUBGRADE PREPARATION, GEOTEXTILE, SUBBASE, AND BASE SHALL FOLLOW ROADWAY TYPICAL CROSS SECTION.
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	P22-029 Trans Memo
	TRANSMITTAL MEMO
	Town of Jackson
	Teton County
	State of Wyoming
	Game and Fish
	Federal Agencies
	Lower Valley Energy
	Special Districts
	START
	Item #:  P22-029

	Grading Preapplication Request - JTC Recreation Center - 2-18-22

	Fees Paid: 
	Credit Card: 
	Cash: 
	Check: 
	NameDescription: Teton County / Jackson Recreation Center Improvements 
	Physical Address: 155 E. Gill Avenue
	Lot Subdivision: 
	PIDN: 22-41-16-27-3-00-025 &22-41-16-27-3-00-017
	undefined: Town of Jackson
	Phone:  307-733-3932
	ZIP: 83001
	Mailing Address 1: P.O. Box 1687, Jackson, Wyoming
	Mailing Address 2: 
	Name Agency: Berning Project Management, attn: Jason Berning
	Phone_2: 307-699-3733
	ZIP_2: 83455
	Mailing Address 1_2: 313 Mountainside Blvd., Victor, ID
	Mailing Address 2_2: berningpm@gmail.com
	Owner: 
	ApplicantAgent: X
	Name Agency_2: 
	Phone_3: 
	ZIP_3: 
	Mailing Address 1_3: 
	E-Mail: 
	Physical Development Permit includes grading: X
	Use Permit: 
	Required: 
	Development Option or Subdivision Permit: 
	Optional: 
	Interpretations of the LDRs: 
	For an Environmental Analysis: 
	Amendments to the LDRs: 
	For grading: X
	Relief from the LDRs: 
	Environmental Analysis: 
	Application Fee See the currently adopted Fee Schedule in the Administrative Manual for more information: N/A
	Notarized Letter of Authorization A notarized letter of consent from the landowner is required if the applicant is not: X
	Narrative Project Description Please attach a short narrative description of the project that addresses: X
	Existing property conditions buildings uses natural resources etc: X
	Character and magnitude of proposed physical development or use: X
	Conceptual Site Plan For preapplication conferences for physical development use or development option permits a: X
	Intended development options or subdivision proposal if applicable: 
	Proposed amendments to the LDRs if applicable: 
	Property boundaries: X
	Existing and proposed physical development and the location of any uses not requiring physical: X
	Proposed parcel or lot lines if applicable: 
	Locations of any natural resources access utilities etc that may be discussed during the preapplication: 
	Grading Information REQUIRED ONLY FOR GRADING PREAPPS Please include a site survey with topography at 2foot: X
	Other Pertinent Information: N/A
	Name Printed: Jason Berning
	Date: 
	Title: Owner's Representative
	Signature of Owner or Authorized Applicant/Agent: 


